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EVAK PUMP TECHNOLOGY CORP. 

EVAK V-Series 
Submersible Pump & Motor (50HZ)

EVAK V-Series 
Submersible Pump & Motor (50HZ)

VM4P-0510-5.05S

VM4P-0513-5.05S

VM4P-0519-5.07S

VM4P-0526-5.10S

VM4P-0538-5.15S

VM4P-0510-5.05T

VM4P-0513-5.05T

VM4P-0519-5.07T

VM4P-0526-5.10T

VM4P-0538-5.15T

VM4P-1005-5.05S

VM4P-1007-5.05S

VM4P-1010-5.07S

VM4P-1014-5.10S

VM4P-1020-5.15S

VM4P-1028-5.15S

VM4P-1040-5.20S

Type

0.5

0.5

0.75

1

1.5

0.5

0.5

0.75

1

1.5

0.5

0.5

0.75

1

1.5

1.5

2

0.37

0.37

0.55

0.75

1.1

0.37

0.37

0.55

0.75

1.1

0.37

0.37

0.55

0.75

1.1

1.1

1.5

KW
mm inch mm kg

Motor
P2

A B C Weight

586

639

773

961

1243

561

614

733

931

1183

498

533

616

713

878

1059

1294

98

98

98

98

98

98

98

98

98

98

98

98

98

98

98

98

98

12.35

12.75

15.05

17.1

22.25

10.9

11.3

13

15.45

19.05

11.55

11.85

13.65

15.2

18.95

20.95

24.6

Stages

10

13

19

26

38

10

13

19

26

38

5

7

10

14

20

28

40

1
 1/4

”

All technical information is subject to change without notice.

VM4P-1005-5.05T

VM4P-1007-5.05T

VM4P-1010-5.07T

VM4P-1014-5.10T

VM4P-1020-5.15T

VM4P-1028-5.15T

VM4P-1040-5.20T

VM4P-1305-5.05S

VM4P-1308-5.07S

VM4P-1311-5.10S

VM4P-1316-5.15S

VM4P-1321-5.20S

VM4P-1332-5.30S

VM4P-1305-5.05T

VM4P-1308-5.07T

VM4P-1311-5.10T

VM4P-1316-5.15T

VM4P-1321-5.20T

VM4P-1332-5.30T

VM4P-1805-5.05S

VM4P-1807-5.07S

VM4P-1809-5.10S

VM4P-1814-5.15S

VM4P-1818-5.20S

VM4P-1827-5.30S

VM4P-1805-5.05T

VM4P-1807-5.07T

VM4P-1809-5.10T

VM4P-1814-5.15T

VM4P-1818-5.20T

VM4P-1827-5.30T

VM4P-1844-5.50T

Type

0.5

0.5

0.75

1

1.5

1.5

2

0.5

0.75

1

1.5

2

3

0.5

0.75

1

1.5

2

3

0.5

0.75

1

1.5

2

3

0.5

0.75

1

1.5

2

3

5

0.37

0.37

0.55

0.75

1.1

1.1

1.5

0.37

0.55

0.75

1.1

1.5

2.2

0.37

0.55

0.75

1.1

1.5

2.2

0.37

0.55

0.75

1.1

1.5

2.2

0.37

0.55

0.75

1.1

1.5

2.2

3.7

HP KW
mm inch mm kg

Motor
P2

A B C Weight

473

508

576

683

818

999

1239

498

581

661

809

928

1233

473

541

631

749

873

1157

519

593

663

831

947

1251

494

553

633

771

892

1175

1683.5

98

98

98

98

98

98

98

98

98

98

98

98

98

98

98

98

98

98

98

98

98

98

98

98

98

98

98

98

98

98

98

98

10.1

10.4

11.6

13.55

15.75

17.45

23.95

11.55

13.25

14.7

18.25

20.3

25.7

10.1

11.2

13.05

15.05

17.45

21.75

11.75

13.35

14.6

18.15

20

24.8

10.3

11.3

12.95

14.95

17.15

20.85

32.05

Stages

5

7

10

14

20

28

40

5

8

11

16

21

32

5

8

11

16

21

32

5

7

9

14

18

27

5

7

9

14

18

27

44

1 1/4”

A   B   
A : VM4P-0526-5.10T  
B : VMO4P-6007-5.20S

V4P with Canned motor

V4P with Canned motor


