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��
��
�8
3�
8�
��
��

��� � � �
��� � � �
���� � � �
�����s 100 100 100

I�C�s�z�

1~��� 63 63 71
3~��� 63 63 71
1~���� 71 71 71
3~���� � � �

�2
1~/3~��� [kW] 0.12/0.12 0.18/0.18 0.37/0.37
1~/3~���� [kW] 0.12/� 0.18/� 0.37/�

�N 10 10 10
�m�n;�max [°C] [�25;110] [�25;110] [�25;110]

G G�1�1/2� G�1�1/2� G�1�1/2�

AC
1~/3~��� [mm] 141/124 141/124 141/141
1~/3~���� [mm] 122/� 122/� 122/�

A�
1~/3~��� [mm] 133/101 133/101 133/109
1~/3~���� [mm] 158/� 158/� 158/�

A� 1~/3~���� [mm] 106/� 106/� 106/�
AF 1~/3~���� [mm] 106/� 106/� 106/�
B1 [mm] 54 54 60
B2 [mm] 62 62 68
L1 [mm] 180 180 180
H1 [mm] 46 46 48
H2 [mm] 120 120 120

H3
1~/3~��� [mm] 357/345 357/345 358/358
1~/3~���� [mm] 380/� 380/� 381/�

G�1�1/2
2-p�l�,��N�6,�10,�16,�25
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��
��
�8
3�
8�
��
��

��� � � �
��� � � �
���� � � �
�����s 100 100 100

I�C�s�z�

1~��� 63 63 71
3~��� 63 63 71
1~���� 71 71 71
3~���� � � �

�2
1~/3~��� [kW] 0.12/0.12 0.25/0.25 0.37/0.37
1~/3~���� [kW] 0.12/� 0.25/� 0.37/�

�N 10 10 10
�m�n;�max [°C] [�25;110] [�25;110] [�25;110]

G G�2� G�2� G�2�

AC
1~/3~��� [mm] 141/124 141/124 141/141
1~/3~���� [mm] 122/� 122/� 122/�

A�
1~/3~��� [mm] 133/101 133/101 133/109
1~/3~���� [mm] 158/� 158/� 158/�

A� 1~/3~���� [mm] 106/� 106/� 106/�
AF 1~/3~���� [mm] 106/� 106/� 106/�
B1 [mm] 54 54 60
B2 [mm] 62 62 68
L1 [mm] 180 180 180
H1 [mm] 48 48 47
H2 [mm] 120 120 120

H3
1~/3~��� [mm] 359/347 359/347 357/357
1~/3~���� [mm] 382/� 382/� 380/�

G�2
2-p�l�,��N�6,�10,�16,�25



��
��
��
�
��

��
��
u�
v�

s�
��

d�
t�
�h

�i
��
l�d

�t
�

�8�

26

T��h�i��l�d�t�

★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.
★★★ �P,��PE�pumps�with�a�H��dimension�are�delivered�with�a�base�plate.�See������pl�����on�pages����-�����for�base�plate�dimensions.

��
��
�8
�3
��
��
��
�-�
��

��
�8
�3
��
��
��
�-�
��

��
��
��
3�
��
��

��� � � � � � � � � � � �
��� � � � � � � � � � � �
���� � � � � � � � � � � �
�����s 200 200 200 200 200 300 300 300 300 300 300

I�C�s�z�

1~��� 71 71 71 80 80 80 90 � � � �
3~��� 63 71 71 71 80 80 90 90 100 112 132
1~���� � � � � 80 80 90 � � � �
3~���� � � � � 80 80 90 90 100 112 132

�2
1~/3~��� ★ [kW] 0.25/0.25 0.37/0.37 0.37/0.37 0.55/0.55 0.75/0.75 �/1.1 �/1.5 �/2.2 �/3 �/4 �/5.5
1~/3~���� [kW] � � � � 0.75/0.75 1.1/1.1 1.5/1.5 �/2.2 �/3 �/4 �/5.5

�N �N�6/10 �N�6/10 �N�6/10 �N�6/10 �N�6/10 �N�16 �N�16 �N�16 �N�16 �N�16 �N�16
�m�n;�max [°C] [�25;140] [�25;140] [�25;140] [�25;140] [�25;140] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120]

�1 [mm] 32 32 32 32 32 32 32 32 32 32 32

AC
1~/3~��� [mm] 124/124 141/142 141/141 141/141 141/141 �/141 �/178 �/178 �/198 �/220 �/220
1~/3~���� [mm] � � � � 122/122 122/122 122/122 �/122 �/191 �/191 �/191

A�
1~/3~��� [mm] 101/101 133/133 133/109 133/109 133/109 �/109 �/110 �/110 �/120 �/134 �/134
1~/3~���� [mm] � � � � 158/158 158/158 158/158 �/158 �/201 �/201 �/201

A� 1~/3~���� [mm] � � � � 106/134 106/134 106/130 �/130 �/146 �/146 �/146
AF 1~/3~���� [mm] � � � � 106/134 106/134 106/130 �/130 �/146 �/146 �/146
� [mm] 90 � � � 120 200 200 200 250 250 300
B1 ★★ [mm] 75/176 75/180 102/222 102/222 102/222 125/260 125/260 125/260 125/260 144/321 144/321
B2 ★★ [mm] 75/176 75/180 102/222 102/222 102/222 117/257 117/257 117/257 117/257 144/321 144/321
B3 [mm] 200 200 240 240 240 276 276 276 276 355 355
B4 ★★ [mm] � � � � �/327 �/345 �/338 �/334 �/384 �/421 �/421
C1 ★★ [mm] 80/200 80/200 80/240 80/240 80/240 144/356 144/356 144/356 144/356 144/435 144/435
C5 ★★ [mm] 110/52 110/52 140/82 140/82 140/82 170/45 170/45 170/45 170/45 220/46 220/46
C6 [mm] 103 103 103 103 103 175 175 175 175 175 175
L1 [mm] 220 220 280 280 280 340 340 340 340 440 440
H1 [mm] 68 68 79 79 79 100 100 100 100 100 100
H2 [mm] 140/139 126 125 125 137 154 154 154 183 184 223

H3
1~/3~��� [mm] 387/386 385/385 395/395 447/395 447/447 �/505 �/535 �/575 �/618 �/656 �/714
1~/3~���� [mm] � � � � 430/470 488/528 488/488 �/528 �/616 �/618 �/712

H4 ★★★ [mm] � � � � � � � � � � �
M M12 M12 M12 M12 M12 M16 M16 M16 M16 M16 M16

DN�32
2-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.
★★★ �P,��PE�pumps�with�a�H��dimension�are�delivered�with�a�base�plate.�See������pl�����on�pages����-�����for�base�plate�dimensions.
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��
9�
8�
��
��

��� � � �
��� � � �
���� � � �
�����s 100 100 100

I�C�s�z�

1~��� 63 63 71
3~��� 63 63 71
1~���� 71 71 71
3~���� � � �

�2
1~/3~��� ★ [kW] 0.12/0.12 0.25/0.25 0.37/0.37
1~/3~���� [kW] 0.12/� 0.25/� 0.37/�

�N �N�6/10 �N�6/10 �N�6/10
�m�n;�max [°C] [�25;110] [�25;110] [�25;110]

�1 [mm] 40 40 40

AC
1~/3~��� [mm] 141/124 141/124 141/141
1~/3~���� [mm] 122/� 122/� 122/�

A�
1~/3~��� [mm] 133/101 133/101 133/109
1~/3~���� [mm] 158/� 158/� 158/�

A� 1~/3~���� [mm] 106/� 106/� 106/�
AF 1~/3~���� [mm] 106/� 106/� 106/�
� [mm] � � �
B1 ★★ [mm] 75/� 75/� 75/�
B2 ★★ [mm] 75/� 75/� 75/�
B3 [mm] � � �
B4 ★★ [mm] � � �
C1 ★★ [mm] � � �
C5 ★★ [mm] � � �
C6 [mm] � � �
L1 [mm] 250 250 250
H1 [mm] 67 67 62
H2 [mm] 120 120 120

H3
1~/3~��� [mm] 378/366 378/366 373/373
1~/3~���� [mm] 401/� 401/� 396/�

H4 ★★★ [mm] � � �
M � � �

D
1

DN�40
2-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.
★★★ �P,��PE�pumps�with�a�H��dimension�are�delivered�with�a�base�plate.�See������pl�����on�pages����-�����for�base�plate�dimensions.
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��
��

��� � � � � � �
��� � � � � � �
���� � � � � � �
�����s 200 200 200 200 200 200

I�C�s�z�

1~��� 71 71 80 80 90 90
3~��� 71 71 71 80 80 90
1~���� 71 71 71 80 80 90
3~���� � � � 90 90 90

�2
1~/3~��� ★ [kW] 0.25/0.25 0.37/0.37 0.55/0.55 0.75/0.75 1.1/1.1 1.5/1.5
1~/3~���� [kW] � � � � � 1.5/1.5

�N �N�6/10 �N�6/10 �N�6/10 �N�16 �N�16 �N�16
�m�n;�max [°C] [�25;140] [�25;140] [�25;140] [�25;140] [�25;140] [�25;140]

�1 [mm] 40 40 40 40 40 40

AC
1~/3~��� [mm] 141/141 141/141 141/141 141/141 178/141 178/178
1~/3~���� [mm] � � � � � 122/122

A�
1~/3~��� [mm] 133/109 133/109 133/109 133/109 139/109 139/110
1~/3~���� [mm] � � � � � 158/158

A� 1~/3~���� [mm] � � � � � 106/134
AF 1~/3~���� [mm] � � � � � 106/134
� [mm] � � � � � 135
B1 ★★ [mm] 75/180 75/180 100/� 102/222 102/222 102/222
B2 ★★ [mm] 75/180 75/180 100/� 102/222 102/222 102/222
B3 [mm] 200 200 � 240 240 240
B4 ★★ [mm] � � � � � �/327
C1 ★★ [mm] 80/200 80/200 80/� 120/240 120/240 120/240
C5 ★★ [mm] 125/45 125/45 125/� 160/95 160/95 160/95
C6 [mm] 125 125 � 125 125 125
L1 [mm] 250 250 250 320 320 320
H1 [mm] 67 67 68 68 68 68
H2 [mm] 129 129 131 141 141 151

H3
1~/3~��� [mm] 387/366 387/387 442/390 439/439 499/510 539/500
1~/3~���� [mm] � � � � � 453/493

H4 ★★★ [mm] � � � � � �
M M12 M12 M12 M12 M12 M12

DN�40
2-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.
★★★ �P,��PE�pumps�with�a�H��dimension�are�delivered�with�a�base�plate.�See������pl�����on�pages����-�����for�base�plate�dimensions.

��
��
�8
�3
��
��
��
�-�
��

��
�8
�3
��
��
��
�-�
��

��
��
��
3�
��
��

��� � � � � � �
��� � � � � � �
���� � � � � � �
�����s 300 300 300 300 300 300

I�C�s�z�

1~��� � � � � � �
3~��� 90 100 112 132 132 160
1~���� � � � � � �
3~���� � 100 112 132 132 160

�2
1~/3~��� ★ [kW] �/2.2 �/3 �/4 �/5.5 �/7.5 �/11.0
1~/3~���� [kW] � �/3 �/4 �/5.5 �/7.5 �/11.0

�N �N�16 �N�16 �N�16 �N�16 �N�16 �N�16
�m�n;�max [°C] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120]

�1 [mm] 40 40 40 40 40 40

AC
1~/3~��� [mm] �/178 �/198 �/220 �/220 �/260 �/316
1~/3~���� [mm] � �/191 �/191 �/191 �/255 �/255

A�
1~/3~��� [mm] �/110 �/120 �/134 �/134 �/159 �/204
1~/3~���� [mm] � �/201 �/201 �/201 �/237 �/237

A� 1~/3~���� [mm] � �/146 �/146 �/146 �/173 �/173
AF 1~/3~���� [mm] � �/146 �/146 �/146 �/173 �/173
� [mm] 200 250 250 300 300 350
B1 ★★ [mm] 130/273 130/273 130/273 150/325 150/325 150/325
B2 ★★ [mm] 117/267 117/267 117/267 147/325 147/325 147/325
B3 [mm] 290 290 290 355 355 355
B4 ★★ [mm] � �/391 �/391 �/424 �/469 �/415
C1 ★★ [mm] 144/400 144/400 144/400 144/435 144/435 144/435
C5 ★★ [mm] 170/45 170/45 170/45 220/105 220/105 220/105
C6 [mm] 175 175 175 175 175 175
L1 [mm] 340 340 340 440 440 440
H1 [mm] 100 100 100 110 110 110
H2 [mm] 166 194 194 223 223 253

H3
1~/3~��� [mm] �/587 �/629 �/666 �/724 �/724 �/843
1~/3~���� [mm] � �/628 �/628 �/722 �/746 �/769

H4 ★★★ [mm] � � � � � 35
M M16 M16 M16 M16 M16 M16

DN�40
2-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.
★★★ �P,��PE�pumps�with�a�H��dimension�are�delivered�with�a�base�plate.�See������pl�����on�pages����-�����for�base�plate�dimensions.
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��� � � � � � � �
��� � � � � � � �
���� � � � � � � �
�����s 200 200 200 300 300 300 300

I�C�s�z�

1~��� 71 80 80 � � � �
3~��� 71 80 80 80 90 90 100
1~���� � � � � � � �
3~���� � � � � � � 100

�2
1~/3~��� ★ [kW] 0.37/0.37 0.75/0.75 0.75/0.75 �/1.1 �/1.5 �/2.2 �/3
1~/3~���� [kW] � � � � � � �/3

�N �N�6/10 �N�6/10 �N�6/10 �N�16 �N�16 �N�16 �N�16
�m�n;�max [°C] [�25;140] [�25;140] [�25;140] [�25;120] [�25;120] [�25;120] [�25;120]

�1 [mm] 50 50 50 50 50 50 50

AC
1~/3~��� [mm] 141/141 141/141 141/141 �/141 �/178 �/178 �/198
1~/3~���� [mm] � � � � � � �/191

A�
1~/3~��� [mm] 133/133 133/133 133/109 �/109 �/110 �/110 �/120
1~/3~���� [mm] � � � � � � �/201

A� 1~/3~���� [mm] � � � � � � �/146
AF 1~/3~���� [mm] � � � � � � �/146
� [mm] 105 120 � 200 200 200 250
B1 ★★ [mm] 90/177 100/221 100/225 117/252 117/252 117/252 117/252
B2 ★★ [mm] 75/188 100/221 100/225 117/252 117/252 117/252 117/252
B3 [mm] 200 240 240 270 270 270 270
B4 ★★ [mm] � � � � � � �/381
C1 ★★ [mm] 120/200 120/240 120/240 144/350 144/350 144/350 144/350
C5 ★★ [mm] 140/60 140/60 140/60 170/60 170/60 170/60 170/60
C6 [mm] 125 126 126 175 175 175 175
L1 [mm] 280 280 280 340 340 340 340
H1 [mm] 75 75/61 75 115 115 115 115
H2 [mm] 137 135/141 135 152 152 152 180

H3
1~/3~��� [mm] 403/403 441/441 441/441 �/518 �/548 �/588 �/630
1~/3~���� [mm] � � � � � � �/629

H4 ★★★ [mm] � � � � � � �
M M12 M12 M12 M16 M16 M16 M16

DN�50
2-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.
★★★ �P,��PE�pumps�with�a�H��dimension�are�delivered�with�a�base�plate.�See������pl�����on�pages����-�����for�base�plate�dimensions.
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��� � � � � � � � �
��� � � � � � � � �
���� � � � � � � � �
�����s 300 300 300 300 300 300 300 300

I�C�s�z�

1~��� � � � � � � � �
3~��� 112 132 132 160 161 160 160 180
1~���� � � � � � � � �
3~���� 112 132 132 160 161 160 160 180

�2
1~/3~��� ★ [kW] �/4 �/5.5 �/7.5 �/11 �/15 �/15 �/18.5 �/22
1~/3~���� [kW] �/4 �/5.5 �/7.5 �/11 �/15 �/15 �/18.5 �/22

�N �N�16 �N�16 �N�16 �N�16 �N�16 �N�16 �N�16 �N�16
�m�n;�max [°C] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120]

�1 [mm] 50 50 50 50 50 50 50 50

AC
1~/3~��� [mm] �/220 �/220 �/260 �/316 �/316 �/316 �/316 �/316
1~/3~���� [mm] �/191 �/191 �/255 �/255 �/316 �/316 �/316 �/316

A�
1~/3~��� [mm] �/134 �/134 �/159 �/204 �/204 �/204 �/204 �/204
1~/3~���� [mm] �/201 �/201 �/237 �/237 �/308 �/308 �/308 �/308

A� 1~/3~���� [mm] �/146 �/146 �/173 �/173 �/210 �/210 �/210 �/210
AF 1~/3~���� [mm] �/146 �/146 �/173 �/173 �/210 �/210 �/210 �/210
� [mm] 250 300 300 350 350 350 350 350
B1 ★★ [mm] 133/290 133/290 162/373 162/373 162/373 180/386 180/386 180/386
B2 ★★ [mm] 119/284 119/284 162/373 162/373 162/373 164/379 164/379 164/379
B3 [mm] 320 320 420 420 420 420 420 420
B4 ★★ [mm] �/406 �/406 �/383 �/501 �/385 �/555 �/555 �/555
C1 ★★ [mm] 144/400 144/400 144/500 144/500 144/500 144/500 144/500 144/500
C5 ★★ [mm] 170/52 170/52 220/123 220/123 220/123 220/123 220/123 220/123
C6 [mm] 175 175 175 175 175 175 175 175
L1 [mm] 340 340 440 440 440 440 440 440
H1 [mm] 115 115 115 115 115 115 115 115
H2 [mm] 189 228 227 257 257 264 264 264

H3
1~/3~��� [mm] �/676 �/734 �/721 �/854 �/854 �/861 �/905 �/905
1~/3~���� [mm] �/638 �/708 �/738 �/785 �/854 �/861 �/905 �/931

H4 ★★★ [mm] � � � 35 35 35 35 35
M M16 M16 M16 M16 M16 M16 M16 M16

DN�50
2-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.
★★★ �P,��PE�pumps�with�a�H��dimension�are�delivered�with�a�base�plate.�See������pl�����on�pages����-�����for�base�plate�dimensions.
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��� � � � � � �
��� � � � � � �
���� � � � � � �
�����s 200 200 200 300 300 300

I�C�s�z�

1~��� 80 90 90 � � �
3~��� 71 80 90 90 100 112
1~���� � � � � � �
3~���� � � � � 100 112

�2
1~/3~��� ★ [kW] 0.55/0.55 1.1/1.1 1.5/1.5 �/2.2 �/3 �/4
1~/3~���� [kW] � � � � �/3 �/4

�N �N�6/10 �N�6/10 �N�6/10 �N�16 �N�16 �N�16
�m�n;�max [°C] [�25;140] [�25;140] [�25;140] [�25;120] [�25;120] [�25;120]

�1 [mm] 65 65 65 65 65 65

AC
1~/3~��� [mm] 141/141 178/141 178/178 �/178 �/198 �/220
1~/3~���� [mm] � � � � �/191 �/191

A�
1~/3~��� [mm] 133/109 139/109 139/110 �/110 �/120 �/134
1~/3~���� [mm] � � � � �/201 �/201

A� 1~/3~���� [mm] � � � � �/146 �/146
AF 1~/3~���� [mm] � � � � �/146 �/146
� [mm] � � � 200 250 250
B1 ★★ [mm] 93/195 100/225 100/225 134/288 134/288 134/288
B2 ★★ [mm] 93/210 100/225 100/225 122/282 122/282 122/282
B3 [mm] 240 240 240 320 320 320
B4 ★★ [mm] � � � � �/406 �/406
C1 ★★ [mm] 120/240 120/240 120/240 144/400 144/400 144/400
C5 ★★ [mm] 170/63 170/63 170/63 180/65 180/65 180/65
C6 [mm] 153 153 153 175 175 175
L1 [mm] 340 340 340 360 360 360
H1 [mm] 82 82 82 105 105 105
H2 [mm] 145 144 154 164 193 193

H3
1~/3~��� [mm] 468/418 517/532 557/507 �/590 �/633 �/670
1~/3~���� [mm] � � � � �/631 �/631

H4 ★★★ [mm] � � � � � �
M M12 M12 M12 M16 M16 M16

DN�65
2-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.
★★★ �P,��PE�pumps�with�a�H��dimension�are�delivered�with�a�base�plate.�See������pl�����on�pages����-�����for�base�plate�dimensions.
★★★★ �he�integrated�CUE�can�be�positioned�in�an�angle�deviating�from�this�drawing�with�up�to�3��degrees.�For�further�information�look�in�Grundfos�

Product�Center.
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��� � � � � � � �
��� � � � � � � � ★★★★

���� � � � � � � �
�����s 300 300 300 300 300 300 300

I�C�s�z�

1~��� � � � � � � �
3~��� 132 132 160 160 160 180 200
1~���� � � � � � � �
3~���� 132 132 160 160 160 180 200

�2
1~/3~��� ★ [kW] �/5.5 �/7.5 �/11 �/15 �/18.5 �/22 �/30
1~/3~���� [kW] �/5.5 �/7.5 �/11 �/15 �/18.5 �/22 �/30

�N �N�16 �N�16 �N�16 �N�16 �N�16 �N�16 �N�16
�m�n;�max [°C] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120]

�1 [mm] 65 65 65 65 65 65 65

AC
1~/3~��� [mm] �/220 �/260 �/316 �/316 �/316 �/316 �/407
1~/3~���� [mm] �/191 �/255 �/255 �/316 �/316 �/316 �/407

A�
1~/3~��� [mm] �/134 �/159 �/204 �/204 �/204 �/204 �/315
1~/3~���� [mm] �/201 �/237 �/237 �/308 �/308 �/308 �/480

A� 1~/3~���� [mm] �/146 �/173 �/173 �/210 �/210 �/210 �/126
AF 1~/3~���� [mm] �/146 �/173 �/173 �/210 �/210 �/210 �/126
� [mm] 300 300 350 350 350 350 400
B1 ★★ [mm] 142/298 142/298 178/349 178/349 178/349 178/349 178/349
B2 ★★ [mm] 124/290 124/290 164/383 164/383 164/383 164/383 164/383
B3 [mm] 320 320 440 440 440 440 440
B4 ★★ [mm] �/406 �/451 �/511 �/558 �/558 �/558 �
C1 ★★ [mm] 144/400 144/400 144/520 144/520 144/520 144/520 144/520
C5 ★★ [mm] 180/65 180/65 238/111 238/111 238/111 238/111 238/111
C6 [mm] 175 175 175 175 175 175 175
L1 [mm] 360 360 475 475 475 475 475
H1 [mm] 105 105 125 125 125 125 125
H2 [mm] 239 239 263 263 263 263 263

H3
1~/3~��� [mm] �/735 �/723 �/870 �/870 �/914 �/914 �/999
1~/3~���� [mm] �/709 �/733 �/794 �/870 �/914 �/940 �/999

H4 ★★★ [mm] � � 35 35 35 35 35
M M16 M16 M16 M16 M16 M16 M16

DN�65
2-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.
★★★ �P,��PE�pumps�with�a�H��dimension�are�delivered�with�a�base�plate.�See������pl�����on�pages����-�����for�base�plate�dimensions.
★★★★ �he�integrated�CUE�can�be�positioned�in�an�angle�deviating�from�this�drawing�with�up�to�3��degrees.�For�further�information�look�in�Grundfos�

Product�Center.
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��� � � � � � � � � � � �
��� � � � � � � � � � � � ★★★★

���� � � � � � � � � � � �
�����s 200 300 300 300 300 300 300 300 300 300 300

I�C�s�z�

1~��� 90 � � � � � � � � � �
3~��� 90 90 100 112 132 132 160 160 160 180 200
1~���� � � � � � � � � � � �
3~���� � � 100 112 132 132 160 160 160 180 200

�2
1~/3~��� ★ [kW] 1.5/1.5 �/2.2 �/3 �/4 �/5.5 �/7.5 �/11 �/15 �/18.5 �/22 �/30
1~/3~���� [kW] � � �/3 �/4 �/5.5 �/7.5 �/11 �/15 �/18.5 �/22 �/30

�N �N�6/10 �N�16 �N�16 �N�16 �N�16 �N�16 �N�16 �N�16 �N�16 �N�16 �N�16
�m�n;�max [°C] [�25;140] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120]

�1 [mm] 80 80 80 80 80 80 80 80 80 80 80

AC
1~/3~��� [mm] 178/178 �/178 �/198 �/220 �/220 �/260 �/316 �/316 �/316 �/316 �/402
1~/3~���� [mm] � � �/191 �/191 �/191 �/255 �/255 �/316 �/316 �/316 �/402

A�
1~/3~��� [mm] 139/139 �/110 �/120 �/134 �/134 �/159 �/204 �/204 �/204 �/204 �/315
1~/3~���� [mm] � � �/201 �/201 �/201 �/237 �/237 �/308 �/308 �/308 �/470

A� 1~/3~���� [mm] � � �/146 �/146 �/146 �/173 �/173 �/210 �/210 �/210 �/126
AF 1~/3~���� [mm] � � �/146 �/146 �/146 �/173 �/173 �/210 �/210 �/210 �/126
� [mm] 135 200 250 250 300 300 350 350 350 350 400
B1 ★★ [mm] 120/134 125/296 125/296 125/296 125/296 176/366 176/366 176/366 187/416 187/416 187/416
B2 ★★ [mm] 100/225 119/290 119/290 119/290 119/290 144/354 144/354 144/354 162/405 162/405 162/405
B3 [mm] 240 340 340 340 340 400 400 400 470 470 470
B4 ★★ [mm] � � �/416 �/416 �/416 �/491 �/491 �/568 �/573 �/573 �
C1 ★★ [mm] 160/240 144/420 144/420 144/420 144/420 144/480 144/480 144/480 144/550 144/550 144/550
C5 ★★ [mm] 180/53 180/78 180/78 180/78 180/78 220/93 220/93 220/93 250/133 250/133 250/133
C6 [mm] 173 175 175 175 175 175 175 175 350 350 350
L1 [mm] 360 360 360 360 360 440 440 440 500 500 500
H1 [mm] 97 105 105 105 105 115 115 115 115 115 115
H2 [mm] 163 176 204 204 243 243 273 273 273 273 273

H3
1~/3~��� [mm] 581/581 �/602 �/644 �/681 �/739 �/737 �/870 �/870 �/914 �/914 �/999
1~/3~���� [mm] � � �/643 �/643 �/713 �/747 �/794 �/870 �/914 �/940 �/999

H4 ★★★ [mm] � � � � � � 35 35 35 35 35
M M16 M16 M16 M16 M16 M16 M16 M16 M16 M16 M16

DN�80
2-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.
★★★ �P,��PE�pumps�with�a�H��dimension�are�delivered�with�a�base�plate.�See������pl�����on�pages����-�����for�base�plate�dimensions.
★★★★ �he�integrated�CUE�can�be�positioned�in�an�angle�deviating�from�this�drawing�with�up�to�3��degrees.�For�further�information�look�in�Grundfos�

Product�Center.
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��� � � � � � � � � �
��� � � � � � � � � � ★★★★

���� � � � � � � � � �
�����s 200 300 300 300 300 300 300 300 300

I�C�s�z�

1~��� � � � � � � � � �
3~��� 90 112 132 132 160 160 160 180 200
1~���� � � � � � � � � �
3~���� 90 112 132 132 160 160 160 180 200

�2
1~/3~��� ★ [kW] �/2.2 �/4 �/5.5 �/7.5 �/11 �/15 �/18.5 �/22 �/30
1~/3~���� [kW] �/2.2 �/4 �/5.5 �/7.5 �/11 �/15 �/18.5 �/22 �/30

�N �N�6/10 �N�16 �N�16 �N�16 �N�16 �N�16 �N�16 �N�16 �N�16
�m�n;�max [°C] [�25;140] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120]

�1 [mm] 100 100 100 100 100 100 100 100 100

AC
1~/3~��� [mm] �/178 �/220 �/220 �/260 �/316 �/316 �/316 �/316 �/407
1~/3~���� [mm] �/122 �/191 �/191 �/255 �/255 �/316 �/316 �/316 �/407

A�
1~/3~��� [mm] �/110 �/134 �/134 �/159 �/204 �/204 �/204 �/204 �/315
1~/3~���� [mm] �/158 �/201 �/201 �/237 �/237 �/308 �/308 �/308 �/470

A� 1~/3~���� [mm] �/134 �/146 �/146 �/173 �/173 �/210 �/210 �/210 �/126
AF 1~/3~���� [mm] �/134 �/146 �/146 �/173 �/173 �/210 �/210 �/210 �/126
� [mm] � 250 300 300 350 350 350 350 400
B1 ★★ [mm] 125/245 156/347 156/347 156/347 190/414 190/414 190/414 190/414 201/443
B2 ★★ [mm] 100/265 124/332 124/332 124/332 151/395 151/395 151/395 151/395 173/429
B3 [mm] 280 470 470 470 470 500 500 500 500
B4 ★★ [mm] �/340 �/481 �/481 �/526 �/541 � � � �
C1 ★★ [mm] 160/280 144/480 144/480 144/480 230/550 230/550 230/550 230/550 230/550
C5 ★★ [mm] 225/83 250/104 250/104 250/104 275/110 275/110 275/110 275/110 275/110
C6 [mm] 221 175 175 175 230 230 230 230 230
L1 [mm] 450 500 500 500 550 550 550 550 550
H1 [mm] 107 140 140 140 140 140 140 140 140
H2 [mm] 185 206 245 245 270 270 270 270 307

H3
1~/3~��� [mm] �/613 �/718 �/776 �/764 �/892 �/892 �/936 �/936 �/1058
1~/3~���� [mm] �/566 �/680 �/750 �/774 �/816 �/892 �/936 �/962 �/1058

H4 ★★★ [mm] � � � � 35 35 35 35 35
M M16 M16 M16 M16 M16 M16 M16 M16 M16

DN�100
2-p�l�,��N�6,�10,�16,�25



��
��
��
�
��

��
��
u�
v�

s�
��

d�
t�
�h

�i
��
l�d

�t
�

���

26

T��h�i��l�d�t�

★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.
★★★ �P,��PE�pumps�with�a�H��dimension�are�delivered�with�a�base�plate.�See������pl�����on�pages����-�����for�base�plate�dimensions.
★★★★ �he�integrated�CUE�can�be�positioned�in�an�angle�deviating�from�this�drawing�with�up�to�3��degrees.�For�further�information�look�in�Grundfos�

Product�Center.
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��� � � � � � � �
��� � ★★★★ � ★★★★ � � � � �

���� � � � � � � �
�����s 300 300 300 300 300 300 300

I�C�s�z�

1~��� � � � � � � �
3~��� 250 250 280 280 315 315 315
1~���� � � � � � � �
3~���� 250 250 � � � � �

�2
1~/3~��� ★ [kW] �/45 �/55 �/75 �/90 �/110 �/132 �/160
1~/3~���� [kW] �/45 �/55 � � � � �

�N �N25 �N25 �N25 �N25 �N25 �N25 �N25
�m�n;�max [°C] [�40;150] [�40;150] [�40;150] [�40;150] [�40;150] [�40;150] [�40;150]

�1 [mm] 100 100 100 100 100 100 100

AC
1~/3~��� [mm] �/442 �/495 �/555 �/555 �/610 �/610 �/610
1~/3~���� [mm] �/442 �/495 � � � � �

A�
1~/3~��� [mm] �/325 �/392 �/432 �/432 �/495 �/495 �/495
1~/3~���� [mm] �/558 �/604 � � � � �

A� 1~/3~���� [mm] �/159 �/159 � � � � �
AF 1~/3~���� [mm] �/159 �/159 � � � � �
� [mm] 450 550 550 550 660 660 660
B1 ★★ [mm] 281/� 281/� 281/� 281/� 281/� 281/� 281/�
B2 ★★ [mm] 246/� 246/� 246/� 246/� 246/� 246/� 246/�
B3 [mm] � � � � � � �
B4 ★★ [mm] � � � � � � �
C1 ★★ [mm] 230/� 230/� 230/� 230/� 230/� 230/� 230/�
C5 ★★ [mm] 335/� 335/� 335/� 335/� 335/� 335/� 335/�
C6 [mm] � � � � � � �
L1 [mm] 670 670 670 670 670 670 670
H1 [mm] 175 175 175 175 175 175 175
H2 [mm] 333 338 338 338 366 366 366

H3
1~/3~��� [mm] �/1220 �/1330 �/1333 �/1443 �/1473 �/1633 �/1633
1~/3~���� [mm] �/1220 �/1330 � � � � �

H4 ★★★ [mm] 35 35 35 35 35 35 35
M M16 M16 M16 M16 M16 M16 M16

DN�100
2-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.
★★★ �he�integrated�CUE�can�be�positioned�in�an�angle�deviating�from�this�drawing�with�up�to�3��degrees.�For�further�information�look�in�Grundfos�

Product�Center.
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��� � �
��� � � ★★★

���� � �
�����s 300 300

I�C�s�z�

1~��� � �
3~��� 100 100
1~���� � �
3~���� 100 100

�2
1~/3~��� ★ [kW] �/22 �/30
1~/3~���� [kW] �/22 �/30

�N �N�16 �N�16
�m�n;�max [°C] [�25;120] [�25;120]

�1 [mm] 125 125

AC
1~/3~��� [mm] �/314 �/407
1~/3~���� [mm] �/314 �/407

A�
1~/3~��� [mm] �/204 �/315
1~/3~���� [mm] �/308 �/462

A� 1~/3~���� [mm] �/210 �/126
AF 1~/3~���� [mm] �/210 �/126
� [mm] 350 400
B1 ★★ [mm] 243/� 243/�
B2 ★★ [mm] 193/� 193/�
B3 [mm] � �
L1 [mm] 620 620
H1 [mm] 210 210
H2 [mm] 275 275

H3
1~/3~��� [mm] �/1065 �/1145
1~/3~���� [mm] �/1091 �/1145

DN�125
2-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.
★★★ �P,��PE�pumps�with�a�H��dimension�are�delivered�with�a�base�plate.�See������pl�����on�pages����-�����for�base�plate�dimensions.
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��� � � � � � �
��� � � � � � �
���� � � � � � �
�����s 200 200 200 300 300 300

I�C�s�z�

1~��� 63 71 71 � � �
3~��� 63 71 71 71 71 80
1~���� � � � � � �
3~���� � � � � � �

�2
1~/3~��� ★ [kW] 0.12/0.12 0.25/0.25 0.25/0.25 �/0.25 �/0.37 �/0.55
1~/3~���� [kW] � � � � � �

�N �N�6/10 �N�6/10 �N�6/10 �N�16 �N�16 �N�16
�m�n;�max [°C] [�25;140] [�25;140] [�25;140] [�25;120] [�25;120] [�25;120]

�1 [mm] 32 32 32 32 32 32

AC
1~/3~��� [mm] 141/118 141/141 141/141 �/141 �/141 �/159
1~/3~���� [mm] � � � � � �

A�
1~/3~��� [mm] 133/101 133/133 133/133 �/109 �/109 �/121
1~/3~���� [mm] � � � � � �

A� 1~/3~���� [mm] � � � � � �
AF 1~/3~���� [mm] � � � � � �
� [mm] � 105 � 170 170 200
B1 ★★ [mm] 75/180 100/222 100/222 125/260 125/260 144/321
B2 ★★ [mm] 75/180 100/222 100/222 117/257 117/257 144/321
B3 [mm] 200 240 240 276 276 355
C1 ★★ [mm] 80/200 80/240 80/240 144/356 144/356 144/435
C5 ★★ [mm] 110/52 140/82 140/82 170/45 170/45 220/46
C6 [mm] 103 103 103 175 175 175
L1 [mm] 220 280 280 340 340 440
H1 [mm] 68 79 79 100 100 100
H2 [mm] 142 125 125 129 129 156

H3
1~/3~��� [mm] 401/390 395/395 395/395 �/420 �/420 �/508
1~/3~���� [mm] � � � � � �

H4 ★★★ [mm] � � � � � �
M M12 M12 M12 M16 M16 M16

DN�32
4-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.
★★★ �P,��PE�pumps�with�a�H��dimension�are�delivered�with�a�base�plate.�See������pl�����on�pages����-�����for�base�plate�dimensions.
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��� � � � � � �
��� � � � � � �
���� � � � � � �
�����s 200 200 200 300 300 300

I�C�s�z�

1~��� 63 71 71 � � �
3~��� 63 71 71 80 80 90
1~���� � � � � � �
3~���� � � � � � �

�2
1~/3~��� ★ [kW] 0.12/0.12 0.25/0.25 0.25/0.25 �/0.55 �/0.75 �/1.1
1~/3~���� [kW] � � � � � �

�N �N�6/10 �N�6/10 �N�16 �N�16 �N�16 �N�16
�m�n;�max [°C] [�25;140] [�25;140] [�25;140] [�25;120] [�25;120] [�25;120]

�1 [mm] 40 40 40 40 40 40

AC
1~/3~��� [mm] 141/118 141/141 141/141 �/159 �/159 �/178
1~/3~���� [mm] � � � � � �

A�
1~/3~��� [mm] 133/101 133/109 133/133 �/121 �/121 �/126
1~/3~���� [mm] � � � � � �

A� 1~/3~���� [mm] � � � � � �
AF 1~/3~���� [mm] � � � � � �
� [mm] � � 105 200 200 200
B1 ★★ [mm] 85/180 100/� 100/222 130/273 150/325 150/325
B2 ★★ [mm] 75/180 100/� 100/222 117/267 147/325 147/325
B3 [mm] 200 � 240 290 355 355
C1 ★★ [mm] 120/200 120/� 120/240 144/400 144/435 144/435
C5 ★★ [mm] 125/45 125/� 160/95 170/45 220/108 220/108
C6 [mm] 125 � 125 175 175 175
L1 [mm] 250 250 320 340 440 440
H1 [mm] 67 75 68/79 100 110 110
H2 [mm] 146 123 128 166 156 156

H3
1~/3~��� [mm] 404/393 389/389 388/398 �/518 �/553 �/563
1~/3~���� [mm] � � � � � �

H4 ★★★ [mm] � � � � � �
M M12 M12 M12 M16 M16 M16

DN�40
4-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.
★★★ �P,��PE�pumps�with�a�H��dimension�are�delivered�with�a�base�plate.�See������pl�����on�pages����-�����for�base�plate�dimensions.
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��� � � � � � � � �
��� � � � � � � � �
���� � � � � � � � �
�����s 200 200 300 300 300 300 300 300

I�C�s�z�

1~��� 71 80 � � � � � �
3~��� 71 71 80 80 90 90 100 100
1~���� � � � � � � � �
3~���� � � � � � � � �

�2
1~/3~��� ★ [kW] 0.25/0.25 0.37/0.37 �/0.55 �/0.75 �/1.1 �/1.5 �/2.2 �/3
1~/3~���� [kW] � � � � � � � �

�N �N�6/10 �N�6/10 �N�16 �N�16 �N�16 �N�16 �N�16 �N�16
�m�n;�max [°C] [�25;140] [�25;140] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120]

�1 [mm] 50 50 50 50 50 50 50 50

AC
1~/3~��� [mm] 141/142 141/141 �/159 �/159 �/178 �/178 �/198 �/198
1~/3~���� [mm] � � � � � � � �

A�
1~/3~��� [mm] 133/133 133/109 �/121 �/121 �/126 �/126 �/166 �/166
1~/3~���� [mm] � � � � � � � �

A� 1~/3~���� [mm] � � � � � � � �
AF 1~/3~���� [mm] � � � � � � � �
� [mm] � � 200 200 200 200 250 250
B1 ★★ [mm] 75/181 110/225 133/290 162/373 162/373 162/373 180/386 180/386
B2 ★★ [mm] 90/186 100/225 119/284 162/373 162/373 162/373 164/379 164/379
B3 [mm] 200 240 320 420 420 420 420 420
C1 ★★ [mm] 120/200 120/240 144/400 144/500 144/500 144/500 144/500 144/500
C5 ★★ [mm] 140/60 140/60 170/52 220/123 220/123 220/123 220/123 220/123
C6 [mm] 125 125 175 175 175 175 175 175
L1 [mm] 280 280 340 440 440 440 440 440
H1 [mm] 82/90 82 115 115 115 115 115 115
H2 [mm] 135 127 161 160 160 160 195 195

H3
1~/3~��� [mm] 408/416 452/400 �/528 �/552 �/572 �/612 �/580.5 �/580.5
1~/3~���� [mm] � � � � � � � �

H4 ★★★ [mm] � � � � � � � �
M M12 M12 M16 M16 M16 M16 M16 M16

DN�50
4-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.
★★★ �P,��PE�pumps�with�a�H��dimension�are�delivered�with�a�base�plate.�See������pl�����on�pages����-�����for�base�plate�dimensions.
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��� � � � � � � � �
��� � � � � � � � �
���� � � � � � � � �
�����s 200 200 300 300 300 300 300 300

I�C�s�z�

1~��� 71 80 � � � � � �
3~��� 71 80 80 90 90 100 100 112
1~���� � � � � � � � �
3~���� � � � � � � � 112

�2
1~/3~��� ★ [kW] 0.25/0.25 0.55/0.55 �/0.75 �/1.1 �/1.5 �/2.2 �/3 �/4
1~/3~���� [kW] � � � � � � � �/4

�N �N�6/10 �N�6/10 �N�16 �N�16 �N�16 �N�16 �N�16 �N�16
�m�n;�max [°C] [�25;140] [�25;140] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120]

�1 [mm] 65 65 65 65 65 65 65 65

AC
1~/3~��� [mm] 141/141 141/159 �/159 �/178 �/178 �/198 �/198 �/222
1~/3~���� [mm] � � � � � � � �/191

A�
1~/3~��� [mm] 133/109 133/121 �/121 �/126 �/126 �/166 �/166 �/177
1~/3~���� [mm] � � � � � � � �/201

A� 1~/3~���� [mm] � � � � � � � �/146
AF 1~/3~���� [mm] � � � � � � � �/146
� [mm] � � 200 200 200 250 250 250
B1 ★★ [mm] 125/230 125/230 142/298 178/349 178/349 178/349 178/349 178/349
B2 ★★ [mm] 100/240 100/240 124/290 164/383 164/383 164/0 164/383 164/383
B3 [mm] 240 240 320 440 440 440 440 440
B4 ★★ [mm] � � � � � � � �/466
C1 ★★ [mm] 160/240 160/240 144/400 144/520 144/520 144/520 144/520 144/520
C5 ★★ [mm] 170/63 170/63 180/65 238/111 238/111 238/111 238/111 238/111
C6 [mm] 153 153 175 175 175 175 175 175
L1 [mm] 340 340 360 475 475 475 475 475
H1 [mm] 97 97 105 125 125 125 125 125
H2 [mm] 135 147 172 166 166 194 194 194

H3
1~/3~��� [mm] 423/423 475/496 �/564 �/588 �/628 �/700 �/700 �/673
1~/3~���� [mm] � � � � � � � �/653

H4 ★★★ [mm] � � � � � � � �
M M16 M16 M16 M16 M16 M16 M16 M16

DN�65
4-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.
★★★ �P,��PE�pumps�with�a�H��dimension�are�delivered�with�a�base�plate.�See������pl�����on�pages����-�����for�base�plate�dimensions.
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��� � � � � � � � � � �
��� � � � � � � � � � �
���� � � � � � � � � � �
�����s 200 200 300 300 300 300 300 300 300 300

I�C�s�z�

1~��� 80 90 � � � � � � � �
3~��� 71 80 90 90 100 100 112 132 132 160
1~���� � � � � � � � � � �
3~���� � � � � � 112 112 132 132 160

�2
1~/3~��� ★ [kW] 0.37/0.37 0.75/0.75 �/1.1 �/1.5 �/2.2 �/3 �/4 �/5.5 �/7.5 �/11
1~/3~���� [kW] � � � � � �/3 �/4 �/5.5 �/7.5 �/11

�N �N�6/�N�10 �N�6/�N�10 �N�16 �N�16 �N�16 �N�16 �N�16 �N�16 �N�16 �N�16
�m�n;�max [°C] [�25;140] [�25;140] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120]

�1 [mm] 80 80 80 80 80 80 80 80 80 80

AC
1~/3~��� [mm] 142/141 178/159 �/178 �/178 �/198 �/198 �/222 �/262 �/262 �/314
1~/3~���� [mm] � � � � � �/191 �/191 �/255 �/255 �/316

A�
1~/3~��� [mm] 133/109 139/121 �/126 �/126 �/166 �/166 �/177 �/202 �/202 �/236.5
1~/3~���� [mm] � � � � � �/201 �/201 �/237 �/237 �/308

A� 1~/3~���� [mm] � � � � � �/146 �/146 �/173 �/173 �/210
AF 1~/3~���� [mm] � � � � � �/146 �/146 �/173 �/173 �/210
� [mm] � � 200 200 250 250 250 300 300 350
B1 ★★ [mm] 130/230 135/240 176/366 176/366 176/366 187/416 187/416 243/491 243/491 243/491
B2 ★★ [mm] 100/240 100/250 144/354 144/354 144/354 162/405 162/405 226/480 226/480 226/480
B3 [mm] 240 240 400 400 400 470 470 500 500 500
B4 ★★ [mm] � � � � � �/481 �/481 �/541 �/541 �
C1 ★★ [mm] 160/240 160/240 144/480 144/480 144/480 144/550 144/550 230/550 230/550 230/550
C5 ★★ [mm] 180/53 180/53 220/93 220/93 220/93 250/133 250/133 310/105 310/105 310/105
C6 [mm] 173 173 175 175 175 175 175 350 350 350
L1 [mm] 360 360 440 440 440 500 500 620 620 620
H1 [mm] 107 107 115 115 115 115 115 140 140 140
H2 [mm] 163 153 176 176 204 204 204 273 273 303

H3
1~/3~��� [mm] 513/461 551/547 �/588 �/628 �/689.5 �/689.5 �/673 �/848 �/848 �/893
1~/3~���� [mm] � � � � � �/654 �/654 �/802 �/802 �/925

H4 ★★★ [mm] � � � � � � � � � 35
M M16 M16 M16 M16 M16 M16 M16 M16 M16 M16

DN�80
4-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.
★★★ �P,��PE�pumps�with�a�H��dimension�are�delivered�with�a�base�plate.�See������pl�����on�pages����-�����for�base�plate�dimensions.
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��� � � � � � � �
��� � � � � � � �
���� � � � � � � �
�����s 200 300 300 300 300 300 300

I�C�s�z�

1~��� 80 90 � � � � �
3~��� 80 90 90 100 100 112 132
1~���� � � � � � � �
3~���� � 90 90 100 112 112 132

�2
1~/3~��� ★ [kW] 0.55/0.55 �/1.1 �/1.5 �/2.2 �/3 �/4 �/5.5
1~/3~���� [kW] � �/1.1 �/1.5 �/2.2 �/3 �/4 �/5.5

�N �N�6/�N�10 �N�16 �N�16 �N�16 �N�16 �N�16 �N�16
�m�n;�max [°C] [�25;140] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120]

�1 [mm] 100 100 100 100 100 100 100

AC
1~/3~��� [mm] 141/159 �/178 �/178 �/198 �/198 �/222 �/262
1~/3~���� [mm] � �/122 �/122 �/191 �/191 �/191 �/255

A�
1~/3~��� [mm] 133/121 �/126 �/126 �/166 �/166 �/177 �/202
1~/3~���� [mm] � �/158 �/158 �/201 �/201 �/201 �/237

A� 1~/3~���� [mm] � �/134 �/134 �/146 �/146 �/146 �/173
AF 1~/3~���� [mm] � �/134 �/134 �/146 �/146 �/146 �/173
� [mm] � 200 200 250 250 250 300
B1 ★★ [mm] 175/280 190/414 190/414 190/414 190/414 201/443 201/443
B2 ★★ [mm] 125/305 151/395 151/395 151/395 151/395 173/429 173/429
B3 [mm] 280 280 470 470 470 500 500
B4 ★★ [mm] � �/457 �/457 �/496 �/496 �/496 �/541
C1 ★★ [mm] 200/280 230/550 230/550 230/550 230/550 230/550 230/550
C5 ★★ [mm] 225/83 250/110 250/110 275/110 275/110 275/110 275/110
C6 [mm] 221 230 230 230 230 230 230
L1 [mm] 450 550 550 550 550 550 550
H1 [mm] 122 140 140 140 140 140 140
H2 [mm] 172 173 173 201 201 261 277

H3
1~/3~��� [mm] 525/546 �/612 �/550 �/711.5 �/711.5 �/755 �/852
1~/3~���� [mm] � �/587 �/587 �/675 �/675 �/731 �/806

H4 ★★★ [mm] � � � � � � �
M M16 M16 M16 M16 M16 M16 M16

DN�100
4-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.
★★★ �P,��PE�pumps�with�a�H��dimension�are�delivered�with�a�base�plate.�See������pl�����on�pages����-�����for�base�plate�dimensions.
★★★★ �he�integrated�CUE�can�be�positioned�in�an�angle�deviating�from�this�drawing�with�up�to�3��degrees.�For�further�information�look�in�Grundfos�

Product�Center.
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��� � � � � � �
��� � � � � � ★★★★ � ★★★★

���� � � � � � �
�����s 300 300 300 300 300 300

I�C�s�z�

1~��� � � � � � �
3~��� 132 132 160 160 180 180
1~���� � � � � � �
3~���� 132 132 160 160 180 180

�2
1~/3~��� ★ [kW] �/5.5 �/7.5 �/11 �/15 �/18.5 �/22
1~/3~���� [kW] �/5.5 �/7.5 �/11 �/15 �/18.5 �/22

�N �N25 �N16/25 �N16/25 �N16/25 �N16/25 �N16/25
�m�n;�max [°C] [�40;150] [�40;150] [�40;150] [�40;150] [�40;150] [�40;150]

�1 [mm] 100 100 100 100 100 100

AC
1~/3~��� [mm] �/262 �/262 �/314 �/314 �/368 �/368
1~/3~���� [mm] �/255 �/255 �/316 �/316 �/368 �/368

A�
1~/3~��� [mm] �/202 �/202 �/236.5 �/236.5 �/286 �/286
1~/3~���� [mm] �/237 �/237 �/308 �/308 �/501 �/501

A� 1~/3~���� [mm] �/173 �/173 �/210 �/210 �/126 �/126
AF 1~/3~���� [mm] �/173 �/173 �/210 �/210 �/126 �/126
� [mm] 300 300 350 350 350 350
B1 ★★ [mm] 290/� 290/579 290/579 290/579 290/579 290/579
B2 ★★ [mm] 249/� 249/561 249/561 249/561 249/561 249/561
B3 [mm] � 600 600 600 600 600
B4 ★★ [mm] � �/591 � � � �
C1 ★★ [mm] 230/� 230/680 230/680 230/680 230/680 230/680
C5 ★★ [mm] 335/� 335/110 335/110 335/110 335/110 335/110
C6 [mm] � 350 350 350 350 350
L1 [mm] 670 670 670 670 670 670
H1 [mm] 175 175 175 175 175 175
H2 [mm] 254 254 308 308 308 308

H3
1~/3~��� [mm] �/864 �/864 �/977 �/1037 �/998 �/1079
1~/3~���� [mm] �/842 �/842 �/965 �/1009 �/998 �/1071

H4 ★★★ [mm] � � 35 35 35 35
M M16 M16 M16 M16 M16 M16

DN�100
4-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.

��
��
��
��
��
��
��

��� � � �
��� � � �
���� � � �
�����s 300 300 300

I�C�s�z�

1~��� � � �
3~��� 100 100 112
1~���� � � �
3~���� 100 100 112

�2
1~/3~��� ★ [kW] �/2.2 �/3 �/4
1~/3~���� [kW] �/2.2 �/3 �/4

�N �N�16 �N�16 �N�16
�m�n;�max [°C] [�25;120] [�25;120] [�25;120]

�1 [mm] 125 125 125

AC
1~/3~��� [mm] �/198 �/198 �/222
1~/3~���� [mm] �/191 �/191 �/191

A�
1~/3~��� [mm] �/166 �/166 �/177
1~/3~���� [mm] �/201 �/201 �/201

A� 1~/3~���� [mm] �/146 �/146 �/146
AF 1~/3~���� [mm] �/146 �/146 �/146
� [mm] 250 250 250
B1 ★★ [mm] 243/� 243/� 243/�
B2 ★★ [mm] 193/� 193/� 193/�
B3 [mm] � � �
L1 [mm] 620 620 620
H1 [mm] 210 210 210
H2 [mm] �/225 �/225 �/225

H3
1~/3~��� [mm] �/805.5 �/805.5 �/789
1~/3~���� [mm] �/769 �/769 �/769

DN�125
4-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.
★★★ �P,��PE�pumps�with�a�H��dimension�are�delivered�with�a�base�plate.�See������pl�����on�pages����-�����for�base�plate�dimensions.
★★★★ �he�integrated�CUE�can�be�positioned�in�an�angle�deviating�from�this�drawing�with�up�to�3��degrees.�For�further�information�look�in�Grundfos�

Product�Center.

��
��
�8
�3
��
��
��
�-�
��

��
�8
�3
��
��
��
�-�
��

��
��
��
3�
��
��

��� � � � � � � � � �
��� � � � � � � � ★★★★ � ★★★★ � ★★★★

���� � � � � � � � � �
�����s 300 300 300 300 300 300 300 300 300

I�C�s�z�

1~��� � � � � � � � � �
3~��� 112 132 132 132 160 160 180 180 200
1~���� � � � � � � � � �
3~���� 112 132 132 132 160 160 180 180 200

�2
1~/3~��� ★ [kW] �/4 �/5.5 �/7.5 �/7.5 �/11 �/15 �/18.5 �/22 �/30
1~/3~���� [kW] �/4 �/5.5 �/7.5 �/7.5 �/11 �/15 �/18.5 �/22 �/30

�N �N�16 �N�16 �N�16 �N�25 �N�16/25 �N�16/25 �N�16/25 �N�16/25 �N�16/25
�m�n;�max [°C] [�25;120] [�25;120] [�25;120] [�40;150] [�40;140] [�40;140] [�40;140] [�40;140] [�40;140]

�1 [mm] 125 125 125 125 125 125 125 125 125

AC
1~/3~��� [mm] �/222 �/262 �/262 �/262 �/314 �/314 �/368 �/368 �/408
1~/3~���� [mm] �/191 �/255 �/255 �/255 �/316 �/316 �/368 �/368 �/408

A�
1~/3~��� [mm] �/177 �/202 �/202 �/202 �/236.5 �/236.5 �/286 �/286 �/315
1~/3~���� [mm] �/201 �/237 �/237 �/237 �/308 �/308 �/501 �/501 �/511

A� 1~/3~���� [mm] �/146 �/173 �/173 �/173 �/210 �/210 �/126 �/126 �/126
AF 1~/3~���� [mm] �/146 �/173 �/173 �/173 �/210 �/210 �/126 �/126 �/126
� [mm] 250 300 300 300 350 350 350 350 400
B1 ★★ [mm] �/537 250/537 250/537 244/� 244/537 244/537 273/568 273/568 273/568
B2 ★★ [mm] �/518 202/518 202/518 220/� 220/516 220/516 236/545 236/545 236/545
B3 [mm] 600 600 600 � 600 600 600 600 600
B4 ★★ [mm] �/546 �/591 �/591 � � � � � �
C1 ★★ [mm] �/680 230/680 230/680 230/� 230/680 230/680 230/680 230/680 230/680
C5 ★★ [mm] �/84 310/84 310/84 400/� 400/175 400/175 400/175 400/175 400/175
C6 [mm] 300 300 300 � 350 350 350 350 350
L1 [mm] 620 620 620 800 800 800 800 800 800
H1 [mm] 215 215 215 215 215 215 215 215 215
H2 [mm] 267 283 283 318 315 315 312 312 312

H3
1~/3~��� [mm] �/836 �/933 �/933 �/968 �/1024 �/1084 �/1085 �/1115 �/1163
1~/3~���� [mm] �/812 �/887 �/887 �/889 �/1056 �/1056 �/1085 �/1115 �/1163

H4 ★★★ [mm] � � � � 35 35 35 35 35
M M16 M16 M16 M16 M16 M16 M16 M16 M16

DN�125
4-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.

��
��
��
��
��
��
��

��� � � � �
��� � � � �
���� � � � �
�����s 300 300 300 300

I�C�s�z�

1~��� � � � �
3~��� 132 132 160 160
1~���� � � � �
3~���� 132 160 160 160

�2
1~/3~��� ★ [kW] �/5.5 �/7.5 �/11 �/15
1~/3~���� [kW] �/5.5 �/7.5 �/11 �/15

�N �N�16 �N�16 �N�16 �N�16
�m�n;�max [°C] [�25;120] [�25;120] [�25;120] [�25;120]

�1 [mm] 150 150 150 150

AC
1~/3~��� [mm] �/262 �/262 �/314 �/314
1~/3~���� [mm] �/255 �/255 �/316 �/316

A�
1~/3~��� [mm] �/202 �/202 �/236.5 �/236.5
1~/3~���� [mm] �/237 �/237 �/308 �/308

A� 1~/3~���� [mm] �/173 �/173 �/210 �/210
AF 1~/3~���� [mm] �/173 �/173 �/210 �/210
� [mm] 300 300 350 350
B1 ★★ [mm] 295/� 295/� 295/� 295/�
B2 ★★ [mm] 240/� 240/� 240/� 240/�
L1 [mm] 800 800 800 800
H1 [mm] 250 250 250 250
H2 [mm] 284 284 314 314

H3
1~/3~��� [mm] �/969 �/969 �/1058 �/1118
1~/3~���� [mm] �/923 �/923 �/1090 �/1141

DN�150
4-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.
★★★ �P,��PE�pumps�with�a�H��dimension�are�delivered�with�a�base�plate.�See������pl�����on�pages����-�����for�base�plate�dimensions.
★★★★ �he�integrated�CUE�can�be�positioned�in�an�angle�deviating�from�this�drawing�with�up�to�3��degrees.�For�further�information�look�in�Grundfos�

Product�Center.

��
��
�8
�3
��
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��
�-�
��

��
�8
�3
��
��
��
�-�
��

��
��
��
3�
��
��

��� � � � � �
��� � � � � ★★★★ � ★★★★

���� � � � � �
�����s 300 300 300 300 300

I�C�s�z�

1~��� � � � � �
3~��� 132 160 160 180 180
1~���� � � � � �
3~���� 132 160 160 180 180

�2
1~/3~��� ★ [kW] �/7.5 �/11 �/15 �/18.5 �/22
1~/3~���� [kW] �/7.5 �/11 �/15 �/18.5 �/22

�N �N�16/25 �N�16/25 �N�16/25 �N�16/25 �N�16/25
�m�n;�max [°C] [�40;140] [�40;140] [�40;140] [�40;140] [�40;140]

�1 [mm] 150 150 150 150 150

AC
1~/3~��� [mm] �/262 �/314 �/314 �/368 �/368
1~/3~���� [mm] �/255 �/316 �/316 �/368 �/368

A�
1~/3~��� [mm] �/202 �/236.5 �/236.5 �/286 �/286
1~/3~���� [mm] �/237 �/308 �/308 �/492 �/492

A� 1~/3~���� [mm] �/173 �/210 �/210 �/126 �/126
AF 1~/3~���� [mm] �/173 �/210 �/210 �/126 �/126
� [mm] 300 350 350 350 350
B1 ★★ [mm] 296/583 296/583 296/583 296/583 296/583
B2 ★★ [mm] 237/553 237/553 237/553 237/553 237/553
B3 [mm] 600 600 600 600 600
B4 ★★ [mm] �/591 � � � �
C1 ★★ [mm] 230/680 230/680 230/680 230/680 230/680
C5 ★★ [mm] 400/153 400/153 400/153 400/153 400/153
C6 [mm] 350 350 350 350 350
L1 [mm] 800 800 800 800 800
H1 [mm] 215 215 215 215 215
H2 [mm] 291 321 321 321 321

H3
1~/3~��� [mm] �/941 �/1030 �/1090 �/1052 �/1133
1~/3~���� [mm] �/896 �/1019 �/1063 �/1052 �/1125

H4 ★★★ [mm] � 35 35 35 35
M M16 M16 M16 M16 M16

DN�150
4-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.
★★★ �he�integrated�CUE�can�be�positioned�in�an�angle�deviating�from�this�drawing�with�up�to�3��degrees.�For�further�information�look�in�Grundfos�

Product�Center.

��
�
�3
�8
��
3�
��
��

��� � � � �
��� � ★★★ � ★★★ � ★★★ � ★★★

���� � � � �
�����s 300 300 300 300

I�C�s�z�

1~��� � � � �
3~��� 180 180 200 225
1~���� � � � �
3~���� 180 180 200 225

�2
1~/3~��� ★ [kW] �/18.5 �/22 �/30 �/37
1~/3~���� [kW] �/18.5 �/22 �/30 �/37

�N �N�16/25 �N�16/25 �N�16/25 �N�16/25
�m�n;�max [°C] [�40;140] [�40;140] [�40;140] [�40;140]

�1 [mm] 150 150 150 150

AC
1~/3~��� [mm] �/368 �/368 �/408 �/449
1~/3~���� [mm] �/368 �/368 �/408 �/449

A�
1~/3~��� [mm] �/286 �/286 �/315 �/338
1~/3~���� [mm] �/501 �/501 �/511 �/558

A� 1~/3~���� [mm] �/126 �/126 �/126 �/159
AF 1~/3~���� [mm] �/126 �/126 �/126 �/159
� [mm] 350 350 400 450
B1 ★★ [mm] 335/� 335/� 335/� 335/�
B2 ★★ [mm] 288/� 288/� 288/� 288/�
L1 [mm] 800 800 800 800
H1 [mm] 235 235 235 235
H2 [mm] 319 319 319 349

H3
1~/3~��� [mm] �/1069 �/1150 �/1199 �/1232
1~/3~���� [mm] �/1069 �/1150 �/1199 �/1232

DN�150
4-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.
★★★ �he�integrated�CUE�can�be�positioned�in�an�angle�deviating�from�this�drawing�with�up�to�3��degrees.�For�further�information�look�in�Grundfos�

Product�Center.

��
��
��
��
��
��
��

��� � � �
��� � ★★★ � ★★★ �

���� � � �
�����s 300 300 300

I�C�s�z�

1~��� � � �
3~��� 225 250 280
1~���� � � �
3~���� 225 250 �

�2
1~/3~��� ★ [kW] �/45 �/55 �/75
1~/3~���� [kW] �/45 �/55 �

�N �N�16/25 �N�16/25 �N�16/25
�m�n;�max [°C] [�40;140] [�40;140] [�40;140]

�1 [mm] 150 150 150

AC
1~/3~��� [mm] �/442 �/495 �/555
1~/3~���� [mm] �/442 �/495 �

A�
1~/3~��� [mm] �/325 �/392 �/432
1~/3~���� [mm] �/600 �/600 �

A� 1~/3~���� [mm] �/159 �/159 �
AF 1~/3~���� [mm] �/159 �/159 �
� [mm] 450 550 550
B1 ★★ [mm] 373/� 373/� 373/�
B2 ★★ [mm] 333/� 333/� 333/�
L1 [mm] 1000 1000 1000
H1 [mm] 250 250 250
H2 [mm] 352 352 352

H3
1~/3~��� [mm] �/1316 �/1419 �/1422
1~/3~���� [mm] �/1316 �/1419 �

DN�150
4-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.
★★★ �he�integrated�CUE�can�be�positioned�in�an�angle�deviating�from�this�drawing�with�up�to�3��degrees.�For�further�information�look�in�Grundfos�

Product�Center.
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3�
��
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��
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��
��
��

��� � � � � � � � � � �
��� � � � � � � � ★★★ � ★★★ � ★★★ � ★★★

���� � � � � � � � � � �
�����s 300 300 300 300 300 300 300 300 300 300

I�C�s�z�

1~��� � � � � � � � � � �
3~��� 112 132 132 160 160 160 180 180 200 225
1~���� � � � � � � � � � �
3~���� 112 132 160 160 160 160 180 180 200 225

�2
1~/3~��� ★ [kW] �/4 �/5.5 �/7.5 �/11 �/15 �/15 �/18.5 �/22 �/30 �/37
1~/3~���� [kW] �/4 �/5.5 �/7.5 �/11 �/15 �/15 �/18.5 �/22 �/30 �/37

�N �N�16 �N�16 �N�16 �N�16 �N�16 �N�16/25 �N�16/25 �N�16/25 �N�16/25 �N�16/25
�m�n;�max [°C] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120] [�40;140] [�40;140] [�40;140] [�40;140] [�40;140]

�1 [mm] 200 200 200 200 200 200 200 200 200 200

AC
1~/3~��� [mm] �/222 �/262 �/262 �/314 �/314 �/314 �/368 �/368 �/408 �/449
1~/3~���� [mm] �/191 �/255 �/255 �/316 �/316 �/316 �/368 �/368 �/408 �/449

A�
1~/3~��� [mm] �/177 �/202 �/202 �/236.5 �/236.5 �/236.5 �/286 �/286 �/315 �/338
1~/3~���� [mm] �/201 �/237 �/237 �/308 �/308 �/308 �/492 �/492 �/480 �/557

A� 1~/3~���� [mm] �/146 �/173 �/173 �/210 �/210 �/210 �/126 �/126 �/159 �/159
AF 1~/3~���� [mm] �/146 �/173 �/173 �/210 �/210 �/210 �/126 �/126 �/159 �/159
� [mm] 250 300 300 350 350 350 350 350 400 450
B1 ★★ [mm] 363/� 363/� 363/� 363/� 363/� 348/� 348/� 348/� 348/� 348/�
B2 ★★ [mm] 283/� 283/� 283/� 283/� 283/� 288/� 288/� 288/� 288/� 288/�
L1 [mm] 900 900 900 900 900 900 900 900 900 900
H1 [mm] 280 280 280 280 280 280 280 280 280 280
H2 [mm] 273 293 293 336 336 331 331 331 331 361

H3
1~/3~��� [mm] �/907 �/1008 �/1008 �/1110 �/1170 �/1165 �/1090 �/1120 �/1256 �/1298
1~/3~���� [mm] �/900 �/975 �/975 �/1105 �/1145 �/1061 �/1090 �/1199 �/1256 �/1298

�P,��PE����-��/�
�P,��PE����-��/�
�P,��PE����-9�/�
�P,��PE����-�3�/�
�P,��PE����-���/�

�P,��PE����-���/�
�P,��PE����-�9�/�
�P,��PE����-���/�
�P,��PE����-���/�
�P,��PE����-�9�/�

DN�200
4-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.
★★★ �he�integrated�CUE�can�be�positioned�in�an�angle�deviating�from�this�drawing�with�up�to�3��degrees.�For�further�information�look�in�Grundfos�

Product�Center.

��
�3
�8
��
��
��
��

��� � � �
��� � ★★★ � ★★★ �

���� � � �
�����s 300 300 300

I�C�s�z�

1~��� � � �
3~��� 225 250 280
1~���� � � �
3~���� 225 250 �

�2
1~/3~��� ★ [kW] �/45 �/55 �/75
1~/3~���� [kW] �/45 �/55 �

�N �N�16/25 �N�16/25 �N�16/25
�m�n;�max [°C] [�40;140] [�40;140] [�40;140]

�1 [mm] 200 200 200

AC
1~/3~��� [mm] �/449 �/497 �/551
1~/3~���� [mm] �/449 �/497 �

A�
1~/3~��� [mm] �/338 �/410 �/433
1~/3~���� [mm] �/558 �/614 �

A� 1~/3~���� [mm] �/159 �/159 �
AF 1~/3~���� [mm] �/159 �/159 �
� [mm] 450 550 550
B1 ★★ [mm] 393/� 393/� 393/�
B2 ★★ [mm] 328/� 328/� 328/�
L1 [mm] 900 900 900
H1 [mm] 295 295 295
H2 [mm] 377 377 377

H3
1~/3~��� [mm] �/1380 �/1429 �/1492
1~/3~���� [mm] �/1380 �/1429 �

DN�200
4-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.
★★★ �he�integrated�CUE�can�be�positioned�in�an�angle�deviating�from�this�drawing�with�up�to�3��degrees.�For�further�information�look�in�Grundfos�

Product�Center.

��
�3
�8
��
��
��
��

��� � � � � � � �
��� � ★★★ � ★★★ � ★★★ � � � �

���� � � � � � � �
�����s 300 300 300 300 300 300 300

I�C�s�z�

1~��� � � � � � � �
3~��� 225 225 250 280 280 315 315
1~���� � � � � � � �
3~���� 225 225 250 � � � �

�2
1~/3~��� ★ [kW] �/37 �/45 �/55 �/75 �/90 �/110 �/132
1~/3~���� [kW] �/37 �/45 �/55 � � � �

�N �N�16/25 �N�16/25 �N�16/25 �N�16/25 �N�16/25 �N�16/25 �N�16/25
�m�n;�max [°C] [�40;140] [�40;140] [�40;140] [�40;140] [�40;140] [�40;140] [�40;140]

�1 [mm] 200 200 200 200 200 200 200

AC
1~/3~��� [mm] �/449 �/449 �/497 �/551 �/551 �/616 �/616
1~/3~���� [mm] �/449 �/449 �/497 � � � �

A�
1~/3~��� [mm] �/338 �/338 �/410 �/433 �/433 �/515 �/515
1~/3~���� [mm] �/600 �/597 �/600 � � � �

A� 1~/3~���� [mm] �/159 �/159 �/159 � � � �
AF 1~/3~���� [mm] �/159 �/159 �/159 � � � �
� [mm] 450 450 550 550 550 660 660
B1 ★★ [mm] 423/� 423/� 423/� 423/� 423/� 423/� 423/�
B2 ★★ [mm] 368/� 368/� 368/� 368/� 368/� 368/� 368/�
L1 [mm] 1000 1000 1000 1000 1000 1000 1000
H1 [mm] 295 295 295 295 295 295 295
H2 [mm] 382 382 382 382 382 412 412

H3
1~/3~��� [mm] �/1325 �/1385 �/1424 �/1497 �/1607 �/1619 �/1784
1~/3~���� [mm] �/1325 �/1385 �/1424 � � � �

DN�200
4-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.
★★ �he�integrated�CUE�can�be�positioned�in�an�angle�deviating�from�this�drawing�with�up�to�3��degrees.�For�further�information�look�in�Grundfos�

Product�Center.

��
��
��
�3
��
��
��

T��300 -190/4 -220/4 -250/4 -290/4 -390/4 -420/4 -430/4 -500/4 -550/4

��� � � � � � � � � �
��� � ★★ � ★★ � ★★ � ★★ � � � � �

���� � � � � � � � � �
�����s 300 300 300 300 300 300 300 300 300

I�C�s�z�

1~��� � � � � � � � � �
3~��� 200L 225� 225M 250M 280� 280M 315� 315M 315M
1~���� � � � � � � � � �
3~���� 200L 225� 225M 250M � � � � �

P� 3~����★ [kW] 30 37 45 55 75 90 110 132 160
3~���� [kW] 30 37 45 55 � � � � �

�N �N16/25 �N16/25 �N16/25 �N16/25 �N16/25 �N16/25 �N16/25 �N16/25 �N16/25
�m�n;�max [°C] [�40;150] [�40;150] [�40;150] [�40;150] [�40;150] [�40;150] [�40;150] [�40;150] [�40;150]

�1 [mm] 300� 300� 300� 300� 300� 300� 300� 300� 300�

AC 1~/3~��� [mm] �/402 �/442 �/442 �/495 �/555 �/555 �/610 �/610 �/610
1~/3~���� [mm] �/402 �/442 �/442 �/495 � � � � �

AD 1~/3~��� [mm] �/305 �/325 �/325 �/392 �/432 �/432 �/495 �/495 �/495
1~/3~���� [mm] �/511 �/560 �/561 �/600 � � � � �

� [mm] 394� 450� 450� 550� 550� 550� 660� 660� 660�
B1 [mm] 438 438 438 460 460 460 438 438 438
B2 [mm] 320 320 320 345 345 345 338 338 338
B5 [mm] 663� 663� 663� 663� 663� 663� 666� 666� 666�
C3 [mm] 570� 570� 570� 570� 570� 570� 570� 570� 570�
C9 [mm] 1150� 1150� 1150� 1150� 1150� 1150� 1150� 1150� 1150�
L1 [mm] 1240� 1240� 1240� 1240� 1240� 1240� 1240� 1240� 1240�
H1 [mm] 348� 348� 348� 317� 317� 317� 340� 340� 340�
H2 [mm] 393� 423� 423� 438� 443� 443� 460� 460� 455�
H3 [mm] 1400� 1420� 1480� 1572� 1580� 1690� 1732� 1892� 1892�
∅ [mm] 20� 20� 20� 20� 20� 20� 20� 20� 20�

DN�300
4-p�l�,��N�6,�10,�16,�25
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★ �P,��PD�pumps�are�primarily�fitted�with�IE3�motors.�See������������on�page��3�.

��
��
��
�3
��
��
��

T��350 -280/4 -320/4 -360/4 -420/4 -480/4 -530/4 -650/4 -780/4

��� � � � � � � � �
��� � � � � � � � �
���� � � � � � � � �
�����s 300 300 300 300 300 300 300 300

I�C�s�z�

1~��� � � � � � � � �
3~��� 280� 280M 315� 315M 315M 315L 315L 315L
1~���� � � � � � � � �
3~���� � � � � � � � �

P� 3~����★ [kW] 75 90 110 132 160 200 250 315
3~���� [kW] � � � � � � � �

�N �N16/25 �N16/25 �N16/25 �N16/25 �N16/25 �N16/25 �N16/25 �N16/25
�m�n;�max [°C] [�40;150] [�40;150] [�40;150] [�40;150] [�40;150] [�40;150] [�40;150] [�40;150]

�1 [mm] 350� 350� 350� 350� 350� 350� 350� 350�

AC 1~/3~��� [mm] 555� 555� 610� 610� �/610 �/610 �/702 �/702
1~/3~���� [mm] � � � � � � � �

AD 1~/3~��� [mm] 432� 432� 495� 495� �/495 �/495 �/619 �/619
1~/3~���� [mm] � � � � � � � �

� [mm] 550� 550� 660� 660� 660� 798� 798� 798�
B1 [mm] 521 521 521 521 521 475 475 475
B2 [mm] 373 373 373 373 373 374 374 374
B5 [mm] 735 735 735 735� 735� 740� 740� 740�
C3 [mm] 660 660 660 660� 660� 660� 660� 660�
C9 [mm] 1310 1310� 1310� 1310� 1310� 1310� 1310� 1310�
L1 [mm] 1400 1400� 1400� 1400� 1400� 1400� 1400� 1400�
H1 [mm] 361� 361� 361� 361� 361� 385� 385� 385�
H2 [mm] 509� 509� 509� 509� 509� 514� 519� 519�
H3 [mm] 1689� 1799� 1802� 1962� 1962� 2259� 2272� 2272�
∅ [mm] 20� 20� 20� 20� 20� 20� 20� 20�

DN�350
4-p�l�,��N�6,�10,�16,�25
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��

��
�8
3�
��
��
��

��� � � � � � �
��� � � � � � �
���� � � � � � �
�����s 400 400 400 400 400 400

I�C�s�z�

1~��� � � � � � �
3~��� 315 355 355 355 400 400
1~���� � � � � � �
3~���� � � � � � �

�2 [kW] 315 355 400 500 560 630
�N �N�25 �N�25 �N�25 �N�25 �N�25 �N�25
�m�n;�max [°C] [0;150] [0;150] [0;150] [0;150] [0;150] [0;150]

�1�/�1� [mm] 400/500 400/500 400/500 400/500 400/500 400/500

AC [mm] 625 790 790 790 880 880
A� [mm] 608 725 725 875 925 925
� [mm] 1150 900 900 900 1150 1150
B1 [mm] 448 448 448 448 448 448
B2 [mm] 1064 1064 1064 1064 1064 1064
B5 [mm] 895 895 895 895 895 895
B6 [mm] 800 800 800 800 800 800
B7 [mm] 1066 1066 1066 1066 1066 1066
B8 [mm] 500 500 500 500 500 500
B9 [mm] 564 564 564 564 564 564
C3 [mm] 830 830 830 830 830 830
C4 [mm] 735 735 735 735 735 735
C9 [mm] 1302 1302 1302 1302 1302 1302
∅ [mm] 27 27 27 27 27 27
L1 [mm] 1400 1400 1400 1400 1400 1400
H1 [mm] 450 450 450 450 450 450
H2 [mm] 706 706 706 706 706 706
H3 [mm] 2522 2611 2611 2611 2771 2771

DN�400
4-p�l�,��N�6,�10,�16,�25
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★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.

��
�3
��
3�
8�
��
��
�-
��
�
�3
��
3�
9�
��
��

��� � � � � � �
��� � � � � � �
���� � � � � � �
�����s 300 300 300 300 300 300

I�C�s�z�

1~��� � � � � � �
3~��� 100 112 132 132 132 160
1~���� � � � � � �
3~���� � � � � � �

�2
1~/3~��� [kW] �/1.5 �/2.2 �/3 �/4 �/5.5 �/7.5
1~/3~���� [kW] � � � � � �

�N �N�16 �N�16 �N�16 �N�16 �N�16 �N�16
�m�n;�max [°C] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120] [�25;120]

�1 [mm] 125 125 125 125 125 125

AC
1~/3~��� [mm] �/198 �/222 �/262 �/262 �/262 �/262
1~/3~���� [mm] � � � � � �

A�
1~/3~��� [mm] �/166 �/177 �/202 �/202 �/202 �/237
1~/3~���� [mm] � � � � � �

A� 1~/3~���� [mm] � � � � � �
AF 1~/3~���� [mm] � � � � � �
� [mm] 250 250 300 300 300 350
B1 ★★ [mm] 250/537 250/537 244/537 244/537 273/568 273/568
B2 ★★ [mm] 202/518 202/518 220/516 220/516 236/545 236/545
B3 [mm] 600 600 600 600 600 600
C1 ★★ [mm] 230/680 230/680 230/680 230/680 230/680 230/680
C5 ★★ [mm] 310/84 310/84 400/175 400/175 400/175 400/175
C6 [mm] 300 300 350 350 350 350
L1 [mm] 620 620 800 800 800 800
H1 [mm] 215 215 215 215 215 215
H2 [mm] 267 267 285 285 282 312

H3
1~/3~��� [mm] �/818 �/836 �/885 �/885 �/932 �/1021
1~/3~���� [mm] � � � � � �

H4 [mm] � � � � � �
M M16 M16 M16 M16 M16 M16

DN�125
6-p�l�,��N�16
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★★ �he�dimension�before�the�slash�applies�to�the�single-head�pump,�and�the�dimension�after�the�slash�applies�to�the�twin-head�pump.

��
�3
��
3�
8�
��
��
�-�
��

�3
��
3�
9�
��
��

��� � � � �
��� � � � �
���� � � � �
�����s 300 300 300 300

I�C�s�z�

1~��� � � � �
3~��� 112 132 132 132
1~���� � � � �
3~���� � � � �

�2
1~/3~��� [kW] �/2.2 �/3 �/4 �/5.5
1~/3~���� [kW] � � � �

�N �N�16 �N�16 �N�16 �N�16
�m�n;�max [°C] [�25;120] [�25;120] [�25;120] [�25;120]

�1 [mm] 150 150 150 150

AC
1~/3~��� [mm] �/222 �/262 �/262 �/262
1~/3~���� [mm] � � � �

A�
1~/3~��� [mm] �/177 �/202 �/202 �/202
1~/3~���� [mm] � � � �

A� 1~/3~���� [mm] � � � �
AF 1~/3~���� [mm] � � � �
� [mm] 250 300 300 300
B1 ★★ [mm] 296/583 296/583 296/583 296/583
B2 ★★ [mm] 237/553 237/553 237/553 237/553
B3 [mm] 600 600 600 600
C1 ★★ [mm] 230/680 230/680 230/680 230/680
C5 ★★ [mm] 400/153 400/153 400/153 400/153
C6 [mm] 350 350 350 350
L1 [mm] 800 800 800 800
H1 [mm] 215 215 215 215
H2 [mm] 275 291 291 291

H3
1~/3~��� [mm] �/845 �/853 �/891 �/942
1~/3~���� [mm] � � � �

H4 [mm] � � � �
M M16 M16 M16 M16

DN�150
6-p�l�,��N�16

https://szivattyuk.hu/grundfos-tpe.html


