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Design
0XOWLVWDJH��µĂVXEPHUVLEOH�SXPS�LQ�MDFNHWHG�FRQVWUXFWLRQ�
for vertical and horizontal installation

Application
 ƒ For water supply from boreholes and rainwater storage 
WDQNV

 ƒ )RU�GRPHVWLF�ZDWHU�VXSSO\��VSULQNOLQJ�DQG�LUULJDWLRQ
 ƒ Pressure boosting
 ƒ Lowering the water level
 ƒ )RU�SXPSLQJ�ZDWHU�ZLWKRXW�ORQJ�À�EUH�DQG�DEUDVLYH�
constituents

Type key
E.g. Wilo-Actun FIRST-SPU4.01-10-B/XI4-50-1-230
Actun Family name borehole pumps
FIRST Product series (basic)
SPU Product type, Submersible pump for universal use 

with thermoplastic impellers
4 Nominal pump diameter in inch
01 1RPLQDO�Á�RZ�LQ�Pó�K
10 Number of stages
B Technical Generation
XI Indicates mounted motor series with predominant 

stainless steel material (Inox)
4 Nominal motor diameter in inch
50-1-
230

Electrical execution; 50 Hz, 1~ 230 V

Technical data
 ƒ 0DLQV�FRQQHFWLRQ���a����9�����+]�RU��a���Ă9�Ă��Ă+]
 ƒ Submerged operating mode: S1

 ƒ )OXLG�WHPSHUDWXUH������Ă�&
 ƒ 0LQLPXP�Á�RZ�UDWH�DW�PRWRU�������P�V
 ƒ Max. sand content: 150 g/m3

 ƒ Max. number of starts: 20/h
 ƒ Max. submersion depth: 200 m
 ƒ Protection class: IP 68
 ƒ Pressure connection: Rp 1¼ - Rp 2

Equipment/function
 ƒ Multistage submersible-motor pump with radial or 
semi-axial impellers

 ƒ 5HZLQGDEOH�RLO�À�OOHG�PRWRU
 ƒ Integrated non-return valve
 ƒ NEMA coupling
 ƒ Single-phase or three-phase motor

Description/design
Submersible-motor pump for vertical or horizontal instal-
lation.

Hydraulics
Multistage submersible-motor pump with radial or semi-
D[LDO�LPSHOOHUV�LQ�MDFNHW�GHVLJQ��,QWHJUDWHG�QRQ�UHWXUQ�
YDOYH��$OO�SDUWV�LQ�FRQWDFW�ZLWK�WKH�Á�XLG�DUH�PDGH�RI�
corrosion-free materials.

Special features/product advantages
 ƒ 3DUWV�WKDW�FRPH�LQ�FRQWDFW�ZLWK�Á�XLGV�DUH�
corrosion-free

 ƒ Integrated non-return valve
 ƒ /RZ�ZHDULQJ�GXH�WR�Á�RDWLQJ�LPSHOOHUV
 ƒ Maintenance-friendly motor
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Motor
Rewindable, corrosion-free single-phase or three-phase 
motor for direct starting.Sealed by mechanical seal with 
VHOI�OXEULFDWLQJ�EHDULQJV��ZLWK�RLO�À�OOLQJ�

Cooling
7KH�PRWRU�LV�FRROHG�E\�WKH�Á�XLG��7KH�PRWRU�PXVW�DOZD\V�
be operated in submerged state. The limit values for the 
PD[��Á�XLG�WHPSHUDWXUH�DQG�WKH�PLQLPXP�Á�RZ�UDWH�PXVW�
not be exceeded. Vertical installation is possible optionally 
ZLWK�RU�ZLWKRXW�FRROLQJ�MDFNHW��&RROLQJ�MDFNHW�LV�UHTXLUHG�
for horizontal installation.

Materials
 ƒ Hydraulic housing: Stainless steel 1.4301
 ƒ Impellers: Noryl
 ƒ Hydraulics shaft: 1.4104 stainless steel

 ƒ Motor housing: Stainless steel 1.4301
 ƒ Motor shaft: 1.4305 stainless steel

Options
 ƒ 0RWRU�YHUVLRQV�IRU�VSHFLDO�YROWDJHV��a���Ă9�Ă��Ă+]��
�a���Ă9�Ă��Ă+]���a���Ă9�Ă��Ă+]���a���Ă9�Ă��Ă+]��
�a���Ă9�Ă��Ă+]���a���Ă9�Ă��Ă+]

Scope of delivery
 ƒ Hydraulics + motor completely assembled
 ƒ �������ĂP�FRQQHFWLRQ�FDEOH��FURVV�VHFWLRQ���[���ĂPP2)
 ƒ Installation and operating instructions

&RQÀ�JXUDWLRQ
 ƒ No suction mode is possible with these units!
 ƒ The unit must be fully immersed in water during 
operation.

Pump curves
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Pump curves FIRST-SPU4.01

SPU4.01-10

SPU4.01-19

SPU4.01-38

SPU4.01-26

SPU4.01-13

Q  / m³/h0 0,2 0,4 0,6 0,8 1 1,2 1,4

Q  / l/s0 0,05 0,1 0,15 0,2 0,25 0,3 0,35 0,4

Q / Imp. g.p.m.0 1 2 3 4 5

Q  / US g.p.m.0 1 2 3 4 5 6

H  / m

0

40

80

120

160

200

240

280

H  / ft

0

100

200

300

400

500

600

700

800

900

Q  / m³/h0 0,2 0,4 0,6 0,8 1 1,2 1,4

η  / %

0

10

20

30

40

�a����9�����+]�XS�WR�����N:���a����9�����+]��S� ���NJ�GP3��Y� ���[���-6 m2/s, ISO 9906 Annex A
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Motor data
Wilo-Actun FIRST… Mains connec-

tion
Motor diameter Rated power Rated current Length of con-

necting cable
Cable cross-
section

  Ø P2 IN   
  “ N: A m mm2

SPU4.01-10-B/XI4 1~230 V, 50 Hz 98 0.37 3.3 2 4x1,5

SPU4.01-10-B/XI4 3~400 V, 50 Hz 98 0.37 1.1 2 4x1,5

SPU4.01-13-B/XI4 1~230 V, 50 Hz 98 0.37 3.3 2 4x1,5

SPU4.01-13-B/XI4 3~400 V, 50 Hz 98 0.37 1.1 2 4x1,5

SPU4.01-19-B/XI4 1~230 V, 50 Hz 98 0.55 4.4 2 4x1,5

SPU4.01-19-B/XI4 3~400 V, 50 Hz 98 0.55 1.6 2 4x1,5

SPU4.01-26-B/XI4 1~230 V, 50 Hz 98 0.75 5.7 2 4x1,5

SPU4.01-26-B/XI4 3~400 V, 50 Hz 98 0.75 2 2 4x1,5

SPU4.01-38-B/XI4 1~230 V, 50 Hz 98 1.10 8.3 2 4x1,5

SPU4.01-38-B/XI4 3~400 V, 50 Hz 98 1.10 2.8 2 4x1,5

Information for order placements
Wilo-Actun FIRST Mains connection Type of motor Art no.

    
SPU4.01-10-B/XI4 1~230 V, 50 Hz XI4-OR-0,37 6083317

SPU4.01-10-B/XI4 3~400 V, 50 Hz XI4-OR-0,37 6083356

SPU4.01-13-B/XI4 1~230 V, 50 Hz XI4-OR-0,37 6083318

SPU4.01-13-B/XI4 3~400 V, 50 Hz XI4-OR-0,37 6083357

SPU4.01-19-B/XI4 1~230 V, 50 Hz XI4-OR-0,55 6083319

SPU4.01-19-B/XI4 3~400 V, 50 Hz XI4-OR-0,55 6083358

SPU4.01-26-B/XI4 1~230 V, 50 Hz XI4-OR-0,75 6083320

SPU4.01-26-B/XI4 3~400 V, 50 Hz XI4-OR-0,75 6083359

SPU4.01-38-B/XI4 1~230 V, 50 Hz XI4-OR-1,1 6083321

SPU4.01-38-B/XI4 3~400 V, 50 Hz XI4-OR-1,1 6083360
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Dimension drawing Wilo-Xiro SPC
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Dimensions, weights 
Wilo-Actun FIRST… Mains connection Dimensions Weight approx. Installation

  H1 H2 H m  
  mm NJ  

SPU4.01-10-B/XI4 1~230 V, 50 Hz 327 361 688 11.9 A, B, D

SPU4.01-10-B/XI4 3~400 V, 50 Hz 327 346 673 11 A, B, D

SPU4.01-13-B/XI4 1~230 V, 50 Hz 381 361 742 12.3 A, B, D

SPU4.01-13-B/XI4 3~400 V, 50 Hz 381 346 727 11.4 A, B, D

SPU4.01-19-B/XI4 1~230 V, 50 Hz 486 381 867 14 A, B, D

SPU4.01-19-B/XI4 3~400 V, 50 Hz 486 361 847 13.2 A, B, D

SPU4.01-26-B/XI4 1~230 V, 50 Hz 648 401 1049 16.2 A, B, D

SPU4.01-26-B/XI4 3~400 V, 50 Hz 648 381 1029 15.3 A, B, D

SPU4.01-38-B/XI4 1~230 V, 50 Hz 911 441 1352 21.4 A, B, D

SPU4.01-38-B/XI4 3~400 V, 50 Hz 911 401 1312 19.6 A, B, D
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Pump curves FIRST-SPU4.02

SPU4.02-07

SPU4.02-10

SPU4.02-05

SPU4.02-14

SPU4.02-20

Q  / m³/h0 0,4 0,8 1,2 1,6 2 2,4 2,8

Q  / l/s0 0,1 0,2 0,3 0,4 0,5 0,6 0,7 0,8

Q  / Imp. g.p.m.0 2 4 6 8 10

Q  / US g.p.m.0 2 4 6 8 10 12

H  / m

0

20

40

60

80

100

120

140

160

H  / ft

0

100

200

300

400

500

Q  / m³/h0 0,4 0,8 1,2 1,6 2 2,4 2,8

η  / %

0

20

40

60

�a����9�����+]�XS�WR�����N:���a����9�����+]��S� ���NJ�GP3��Y� ���[���-6 m2/s, ISO 9906 Annex A
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Information for order placements
Wilo-Actun FIRST Mains connection Type of motor Art no.

    
SPU4.02-05-B/XI4 1~230 V, 50 Hz XI4-OR-0,37 6083322

SPU4.02-05-B/XI4 3~400 V, 50 Hz XI4-OR-0,37 6083361

SPU4.02-07-B/XI4 1~230 V, 50 Hz XI4-OR-0,37 6083323

SPU4.02-07-B/XI4 3~400 V, 50 Hz XI4-OR-0,37 6083362

SPU4.02-10-B/XI4 1~230 V, 50 Hz XI4-OR-0,55 6083324

SPU4.02-10-B/XI4 3~400 V, 50 Hz XI4-OR-0,55 6083363

SPU4.02-14-B/XI4 1~230 V, 50 Hz XI4-OR-0,75 6083325

SPU4.02-14-B/XI4 3~400 V, 50 Hz XI4-OR-0,75 6083364

SPU4.02-20-B/XI4 1~230 V, 50 Hz XI4-OR-1,1 6083326

SPU4.02-20-B/XI4 3~400 V, 50 Hz XI4-OR-1,1 6083365
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Dimension drawing Wilo-Xiro SPC
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Dimensions, weights 
Wilo-Actun FIRST… Mains connection Dimensions Weight approx. Installation

  H1 H2 H m  
  mm NJ  

SPU4.02-05-B/XI4 1~230 V, 50 Hz 234 361 595 11.1 A, B, D

SPU4.02-05-B/XI4 3~400 V, 50 Hz 234 346 580 10.2 A, B, D

SPU4.02-07-B/XI4 1~230 V, 50 Hz 268 361 629 11.4 A, B, D

SPU4.02-07-B/XI4 3~400 V, 50 Hz 268 346 614 10.5 A, B, D

SPU4.02-10-B/XI4 1~230 V, 50 Hz 321 381 702 12.6 A, B, D

SPU4.02-10-B/XI4 3~400 V, 50 Hz 321 361 682 11.8 A, B, D

SPU4.02-14-B/XI4 1~230 V, 50 Hz 390 401 791 14.3 A, B, D

SPU4.02-14-B/XI4 3~400 V, 50 Hz 390 381 771 13.4 A, B, D

SPU4.02-20-B/XI4 1~230 V, 50 Hz 494 441 935 17.1 A, B, D

SPU4.02-20-B/XI4 3~400 V, 50 Hz 494 401 895 15.3 A, B, D
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Pump curves FIRST-SPU4.03

SPU4.03-21

SPU4.03-16

SPU4.03-05

SPU4.03-08

SPU4.03-32

SPU4.03-11

Q  / m³/h0 0,5 1 1,5 2 2,5 3 3,5 4

Q  / l/s0 0,2 0,4 0,6 0,8 1

Q  / Imp. g.p.m.0 2 4 6 8 10 12 14

Q  / US g.p.m.0 2 4 6 8 10 12 14 16

H  / m

0

40

80

120

160

200

240

H  / ft

0

100

200

300

400

500

600

700

800

Q  / m³/h0 0,5 1 1,5 2 2,5 3 3,5 4

η  / %

0

20

40

60

�a����9�����+]�XS�WR�����N:���a����9�����+]��S� ���NJ�GP3��Y� ���[���-6 m2/s, ISO 9906 Annex A
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Motor data
Wilo-Actun FIRST… Mains connec-

tion
Motor diameter Rated power Rated current Length of con-

necting cable
Cable cross-
section

  Ø P2 IN   
  “ N: A m mm2

SPU4.03-05-B/XI4 1~230 V, 50 Hz 98 0.37 3.3 2 4x1,5

SPU4.03-05-B/XI4 3~400 V, 50 Hz 98 0.37 1.1 2 4x1,5

SPU4.03-08-B/XI4 1~230 V, 50 Hz 98 0.55 4.4 2 4x1,5

SPU4.03-08-B/XI4 3~400 V, 50 Hz 98 0.55 1.6 2 4x1,5

SPU4.03-11-B/XI4 1~230 V, 50 Hz 98 0.75 5.7 2 4x1,5

SPU4.03-11-B/XI4 3~400 V, 50 Hz 98 0.75 2 2 4x1,5

SPU4.03-16-B/XI4 1~230 V, 50 Hz 98 1.10 8.3 2 4x1,5

SPU4.03-16-B/XI4 3~400 V, 50 Hz 98 1.10 2.8 2 4x1,5

SPU4.03-21-B/XI4 1~230 V, 50 Hz 98 1.50 10.7 2 4x1,5

SPU4.03-21-B/XI4 3~400 V, 50 Hz 98 1.50 3.8 2 4x1,5

SPU4.03-32-B/XI4 1~230 V, 50 Hz 98 2.20 14.2 2 4x1,5

SPU4.03-32-B/XI4 3~400 V, 50 Hz 98 2.20 5.3 2 4x1,5

Information for order placements
Wilo-Actun FIRST Mains connection Type of motor Art no.

    
SPU4.03-05-B/XI4 1~230 V, 50 Hz XI4-OR-0,37 6083327

SPU4.03-05-B/XI4 3~400 V, 50 Hz XI4-OR-0,37 6083366

SPU4.03-08-B/XI4 1~230 V, 50 Hz XI4-OR-0,55 6083328

SPU4.03-08-B/XI4 3~400 V, 50 Hz XI4-OR-0,55 6083367

SPU4.03-11-B/XI4 1~230 V, 50 Hz XI4-OR-0,75 6083329

SPU4.03-11-B/XI4 3~400 V, 50 Hz XI4-OR-0,75 6083368

SPU4.03-16-B/XI4 1~230 V, 50 Hz XI4-OR-1,1 6083330

SPU4.03-16-B/XI4 3~400 V, 50 Hz XI4-OR-1,1 6083369

SPU4.03-21-B/XI4 1~230 V, 50 Hz XI4-OR-1,5 6083331

SPU4.03-21-B/XI4 3~400 V, 50 Hz XI4-OR-1,5 6083370

SPU4.03-32-B/XI4 1~230 V, 50 Hz XI4-OR-2,2 6083332

SPU4.03-32-B/XI4 3~400 V, 50 Hz XI4-OR-2,2 6083371
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Dimension drawing Wilo-Xiro SPC
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Dimensions, weights 
Wilo-Actun FIRST… Mains connection Dimensions Weight approx. Installation

  H1 H2 H m  
  mm NJ  

SPU4.03-05-B/XI4 1~230 V, 50 Hz 231 361 592 11.2 A, B, D

SPU4.03-05-B/XI4 3~400 V, 50 Hz 231 346 577 10.3 A, B, D

SPU4.03-08-B/XI4 1~230 V, 50 Hz 283 381 664 12.3 A, B, D

SPU4.03-08-B/XI4 3~400 V, 50 Hz 283 361 644 11.5 A, B, D

SPU4.03-11-B/XI4 1~230 V, 50 Hz 335 401 736 13.9 A, B, D

SPU4.03-11-B/XI4 3~400 V, 50 Hz 335 381 716 13 A, B, D

SPU4.03-16-B/XI4 1~230 V, 50 Hz 421 441 862 16.5 A, B, D

SPU4.03-16-B/XI4 3~400 V, 50 Hz 421 401 822 14.7 A, B, D

SPU4.03-21-B/XI4 1~230 V, 50 Hz 509 471 980 18.9 A, B, D

SPU4.03-21-B/XI4 3~400 V, 50 Hz 509 441 950 17.6 A, B, D

SPU4.03-32-B/XI4 1~230 V, 50 Hz 771 561 1332 26.3 A, B, D

SPU4.03-32-B/XI4 3~400 V, 50 Hz 771 471 1242 22.2 A, B, D
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Pump curves FIRST-SPU4.04

SPU4.04-27

SPU4.04-07

SPU4.04-18

SPU4.04-14

SPU4.04-05

SPU4.04-35

SPU4.04-09

SPU4.04-48

Q  / m³/h0 1 2 3 4 5

Q  / l/s0 0,2 0,4 0,6 0,8 1 1,2 1,4

Q  / Imp. g.p.m.0 4 8 12 16

Q  / US g.p.m.0 4 8 12 16 20

H  / m

0

50

100

150

200

250

300

350

H  / ft

0

200

400

600

800

1000

1200

Q  / m³/h0 1 2 3 4 5

η  / %

0

20

40

60

�a����9�����+]�XS�WR�����N:���a����9�����+]��S� ���NJ�GP3��Y� ���[���-6 m2/s, ISO 9906 Annex A
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Motor data
Wilo-Actun FIRST… Mains connec-

tion
Motor diameter Rated power Rated current Length of con-

necting cable
Cable cross-
section

  Ø P2 IN   
  “ N: A m mm2

SPU4.04-05-B/XI4 1~230 V, 50 Hz 98 0.37 3.3 2 4x1,5

SPU4.04-05-B/XI4 3~400 V, 50 Hz 98 0.37 1.1 2 4x1,5

SPU4.04-07-B/XI4 1~230 V, 50 Hz 98 0.55 4.4 2 4x1,5

SPU4.04-07-B/XI4 3~400 V, 50 Hz 98 0.55 1.6 2 4x1,5

SPU4.04-09-B/XI4 1~230 V, 50 Hz 98 0.75 5.7 2 4x1,5

SPU4.04-09-B/XI4 3~400 V, 50 Hz 98 0.75 2 2 4x1,5

SPU4.04-14-B/XI4 1~230 V, 50 Hz 98 1.10 8.3 2 4x1,5

SPU4.04-14-B/XI4 3~400 V, 50 Hz 98 1.10 2.8 2 4x1,5

SPU4.04-18-B/XI4 1~230 V, 50 Hz 98 1.50 10.7 2 4x1,5

SPU4.04-18-B/XI4 3~400 V, 50 Hz 98 1.50 3.8 2 4x1,5

SPU4.04-27-B/XI4 1~230 V, 50 Hz 98 2.20 14.2 2 4x1,5

SPU4.04-27-B/XI4 3~400 V, 50 Hz 98 2.20 5.3 2 4x1,5

SPU4.04-35-B/XI4 3~400 V, 50 Hz 98 3.00 7.2 2 4x1,5

SPU4.04-48-B/XI4 3~400 V, 50 Hz 98 4.00 9.5 2.5 4x1,5

Information for order placements
Wilo-Actun FIRST Mains connection Type of motor Art no.

    
SPU4.04-05-B/XI4 1~230 V, 50 Hz XI4-OR-0,37 6083333

SPU4.04-05-B/XI4 3~400 V, 50 Hz XI4-OR-0,37 6083372

SPU4.04-07-B/XI4 1~230 V, 50 Hz XI4-OR-0,55 6083334

SPU4.04-07-B/XI4 3~400 V, 50 Hz XI4-OR-0,55 6083373

SPU4.04-09-B/XI4 1~230 V, 50 Hz XI4-OR-0,75 6083335

SPU4.04-09-B/XI4 3~400 V, 50 Hz XI4-OR-0,75 6083374

SPU4.04-14-B/XI4 1~230 V, 50 Hz XI4-OR-1,1 6083336

SPU4.04-14-B/XI4 3~400 V, 50 Hz XI4-OR-1,1 6083375

SPU4.04-18-B/XI4 1~230 V, 50 Hz XI4-OR-1,5 6083337

SPU4.04-18-B/XI4 3~400 V, 50 Hz XI4-OR-1,5 6083376

SPU4.04-27-B/XI4 1~230 V, 50 Hz XI4-OR-2,2 6083338

SPU4.04-27-B/XI4 3~400 V, 50 Hz XI4-OR-2,2 6083377

SPU4.04-35-B/XI4 3~400 V, 50 Hz XI4-OR-3 6083378

SPU4.04-48-B/XI4 3~400 V, 50 Hz XI4-OR-4 6083379
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Dimension drawing Wilo-Xiro SPC

11
2

 DN
H

1
1 x

11
2

2 x

1
2

A: B: D:

W

Ø125

> 50 = =

200 139

11
2

110

100

= =

Ø 98

> 50 = =
200 139

11
2

50

110

100

= =

W

W

H
H

Dimensions, weights 
Wilo-Actun FIRST… Mains connection Dimensions Weight approx. Installation

  H1 H2 H m  
  mm NJ  

SPU4.04-05-B/XI4 1~230 V, 50 Hz 257 361 618 11.4 A, B, D

SPU4.04-05-B/XI4 3~400 V, 50 Hz 257 346 603 10.5 A, B, D

SPU4.04-07-B/XI4 1~230 V, 50 Hz 301 381 682 12.4 A, B, D

SPU4.04-07-B/XI4 3~400 V, 50 Hz 301 361 662 11.6 A, B, D

SPU4.04-09-B/XI4 1~230 V, 50 Hz 344 401 745 13.8 A, B, D

SPU4.04-09-B/XI4 3~400 V, 50 Hz 344 381 725 12.9 A, B, D

SPU4.04-14-B/XI4 1~230 V, 50 Hz 462 441 903 16.4 A, B, D

SPU4.04-14-B/XI4 3~400 V, 50 Hz 462 401 863 14.6 A, B, D

SPU4.04-18-B/XI4 1~230 V, 50 Hz 538 471 1009 18.5 A, B, D

SPU4.04-18-B/XI4 3~400 V, 50 Hz 538 441 979 17.2 A, B, D

SPU4.04-27-B/XI4 1~230 V, 50 Hz 805 561 1366 25.4 A, B, D

SPU4.04-27-B/XI4 3~400 V, 50 Hz 805 471 1276 21.3 A, B, D

SPU4.04-35-B/XI4 3~400 V, 50 Hz 972 530 1502 25.4 A, B, D

SPU4.04-48-B/XI4 3~400 V, 50 Hz 1291 600 1891 30.9 A, B, D

Pump with non-return valve, 1)�2Q�UHTXHVW��3)�0D[��¡�IRU�SRZHU�FDEOH�FRQÀ�JXUDWLRQ�LQ�DFFRUGDQFH�ZLWK�,N
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Pump curves FIRST-SPU4.05

SPU4.05-44

SPU4.05-24

SPU4.05-08

SPU4.05-16

SPU4.05-32

SPU4.05-04

SPU4.05-06

SPU4.05-12

Q  / m³/h0 1 2 3 4 5 6

Q  / l/s0 0,2 0,4 0,6 0,8 1 1,2 1,4 1,6 1,8

Q  / Imp. g.p.m.0 4 8 12 16 20

Q  / US g.p.m.0 4 8 12 16 20 24

H  / m

0

40
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�a����9�����+]�XS�WR�����N:���a����9�����+]��S� ���NJ�GP3��Y� ���[���-6 m2/s, ISO 9906 Annex A
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Motor data
Wilo-Actun FIRST… Mains connec-

tion
Motor diameter Rated power Rated current Length of con-

necting cable
Cable cross-
section

  Ø P2 IN   
  “ N: A m mm2

SPU4.05-04-B/XI4 1~230 V, 50 Hz 98 0.37 3.3 2 4x1,5

SPU4.05-04-B/XI4 3~400 V, 50 Hz 98 0.37 1.1 2 4x1,5

SPU4.05-06-B/XI4 1~230 V, 50 Hz 98 0.55 4.4 2 4x1,5

SPU4.05-06-B/XI4 3~400 V, 50 Hz 98 0.55 1.6 2 4x1,5

SPU4.05-08-B/XI4 1~230 V, 50 Hz 98 0.75 5.7 2 4x1,5

SPU4.05-08-B/XI4 3~400 V, 50 Hz 98 0.75 2 2 4x1,5

SPU4.05-12-B/XI4 1~230 V, 50 Hz 98 1.10 8.3 2 4x1,5

SPU4.05-12-B/XI4 3~400 V, 50 Hz 98 1.10 2.8 2 4x1,5

SPU4.05-16-B/XI4 1~230 V, 50 Hz 98 1.50 10.7 2 4x1,5

SPU4.05-16-B/XI4 3~400 V, 50 Hz 98 1.50 3.8 2 4x1,5

SPU4.05-24-B/XI4 1~230 V, 50 Hz 98 2.20 14.2 2 4x1,5

SPU4.05-24-B/XI4 3~400 V, 50 Hz 98 2.20 5.3 2 4x1,5

SPU4.05-32-B/XI4 3~400 V, 50 Hz 98 3.00 7.2 2 4x1,5

SPU4.05-44-B/XI4 3~400 V, 50 Hz 98 4.00 9.5 2.5 4x1,5

Information for order placements
Wilo-Actun FIRST Mains connection Type of motor Art no.

    
SPU4.05-04-B/XI4 1~230 V, 50 Hz XI4-OR-0,37 6083339

SPU4.05-04-B/XI4 3~400 V, 50 Hz XI4-OR-0,37 6083380

SPU4.05-06-B/XI4 1~230 V, 50 Hz XI4-OR-0,55 6083340

SPU4.05-06-B/XI4 3~400 V, 50 Hz XI4-OR-0,55 6083381

SPU4.05-08-B/XI4 1~230 V, 50 Hz XI4-OR-0,75 6083341

SPU4.05-08-B/XI4 3~400 V, 50 Hz XI4-OR-0,75 6083382

SPU4.05-12-B/XI4 1~230 V, 50 Hz XI4-OR-1,1 6083342

SPU4.05-12-B/XI4 3~400 V, 50 Hz XI4-OR-1,1 6083383

SPU4.05-16-B/XI4 1~230 V, 50 Hz XI4-OR-1,5 6083343

SPU4.05-16-B/XI4 3~400 V, 50 Hz XI4-OR-1,5 6083384

SPU4.05-24-B/XI4 1~230 V, 50 Hz XI4-OR-2,2 6083344

SPU4.05-24-B/XI4 3~400 V, 50 Hz XI4-OR-2,2 6083385

SPU4.05-32-B/XI4 3~400 V, 50 Hz XI4-OR-3 6083386

SPU4.05-44-B/XI4 3~400 V, 50 Hz XI4-OR-4 6083387
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 Wilo-Actun FIRST-SPU4

Dimension drawing Wilo-Xiro SPC
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Dimensions, weights 
Wilo-Actun FIRST… Mains connection Dimensions Weight approx. Installation

  H1 H2 H m  
  mm NJ  

SPU4.05-04-B/XI4 1~230 V, 50 Hz 249 361 610 11.1 A, B, D

SPU4.05-04-B/XI4 3~400 V, 50 Hz 249 346 595 10.2 A, B, D

SPU4.05-06-B/XI4 1~230 V, 50 Hz 299 381 680 12.3 A, B, D

SPU4.05-06-B/XI4 3~400 V, 50 Hz 299 361 660 11.5 A, B, D

SPU4.05-08-B/XI4 1~230 V, 50 Hz 348 401 749 13.8 A, B, D

SPU4.05-08-B/XI4 3~400 V, 50 Hz 348 381 729 12.9 A, B, D

SPU4.05-12-B/XI4 1~230 V, 50 Hz 437 441 878 16.5 A, B, D

SPU4.05-12-B/XI4 3~400 V, 50 Hz 437 401 838 14.7 A, B, D

SPU4.05-16-B/XI4 1~230 V, 50 Hz 547 471 1018 18.9 A, B, D

SPU4.05-16-B/XI4 3~400 V, 50 Hz 547 441 988 17.6 A, B, D

SPU4.05-24-B/XI4 1~230 V, 50 Hz 823 561 1384 25.9 A, B, D

SPU4.05-24-B/XI4 3~400 V, 50 Hz 823 471 1294 21.8 A, B, D

SPU4.05-32-B/XI4 3~400 V, 50 Hz 1013 530 1543 26.3 A, B, D

SPU4.05-44-B/XI4 3~400 V, 50 Hz 1347 600 1947 32.4 A, B, D



19
 Raw water intake

Single pumps 

Wilo Water supply catalogue – 50 Hz – edition 2017/2018 – subject to change without prior notice 

 Wilo-Actun FIRST-SPU4

 W
at

er
 s

up
pl

y

Pump curves FIRST-SPU4.06

SPU4.06-20

SPU4.06-10

SPU4.06-07

SPU4.06-36

SPU4.06-27

SPU4.06-14

SPU4.06-49

Q  / m³/h0 1 2 3 4 5 6 7 8

Q  / l/s0 0,4 0,8 1,2 1,6 2

Q  / Imp. g.p.m.0 4 8 12 16 20 24 28

Q  / US g.p.m.0 5 10 15 20 25 30

H  / m

0

40
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160
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�a����9�����+]�XS�WR�����N:���a����9�����+]��S� ���NJ�GP3��Y� ���[���-6 m2/s, ISO 9906 Annex A
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 Wilo-Actun FIRST-SPU4

Motor data
Wilo-Actun FIRST… Mains connec-

tion
Motor diameter Rated power Rated current Length of con-

necting cable
Cable cross-
section

  Ø P2 IN   
  “ N: A m mm2

SPU4.06-07-B/XI4 1~230 V, 50 Hz 98 0.75 5.7 2 4x1,5

SPU4.06-07-B/XI4 3~400 V, 50 Hz 98 0.75 2 2 4x1,5

SPU4.06-10-B/XI4 1~230 V, 50 Hz 98 1.10 8.3 2 4x1,5

SPU4.06-10-B/XI4 3~400 V, 50 Hz 98 1.10 2.8 2 4x1,5

SPU4.06-14-B/XI4 1~230 V, 50 Hz 98 1.50 10.7 2 4x1,5

SPU4.06-14-B/XI4 3~400 V, 50 Hz 98 1.50 3.8 2 4x1,5

SPU4.06-20-B/XI4 1~230 V, 50 Hz 98 2.20 14.2 2 4x1,5

SPU4.06-20-B/XI4 3~400 V, 50 Hz 98 2.20 5.3 2 4x1,5

SPU4.06-27-B/XI4 3~400 V, 50 Hz 98 3.00 7.2 2 4x1,5

SPU4.06-36-B/XI4 3~400 V, 50 Hz 98 4.00 9.5 2.5 4x1,5

SPU4.06-49-B/XI4 3~400 V, 50 Hz 98 5.50 12.5 2.5 4x2,5

Information for order placements
Wilo-Actun FIRST Mains connection Type of motor Art no.

    
SPU4.06-07-B/XI4 1~230 V, 50 Hz XI4-OR-0,75 6083345

SPU4.06-07-B/XI4 3~400 V, 50 Hz XI4-OR-0,75 6083388

SPU4.06-10-B/XI4 1~230 V, 50 Hz XI4-OR-1,1 6083346

SPU4.06-10-B/XI4 3~400 V, 50 Hz XI4-OR-1,1 6083389

SPU4.06-14-B/XI4 1~230 V, 50 Hz XI4-OR-1,5 6083347

SPU4.06-14-B/XI4 3~400 V, 50 Hz XI4-OR-1,5 6083390

SPU4.06-20-B/XI4 1~230 V, 50 Hz XI4-OR-2,2 6083348

SPU4.06-20-B/XI4 3~400 V, 50 Hz XI4-OR-2,2 6083391

SPU4.06-27-B/XI4 3~400 V, 50 Hz XI4-OR-3 6083392

SPU4.06-36-B/XI4 3~400 V, 50 Hz XI4-OR-4 6083393

SPU4.06-49-B/XI4 3~400 V, 50 Hz XI4-OR-5,5 6083394
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Dimension drawing Wilo-Xiro SPC
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Dimensions, weights 
Wilo-Actun FIRST… Mains connection Dimensions Weight approx. Installation

  H1 H2 H m  
  mm NJ  

SPU4.06-07-B/XI4 1~230 V, 50 Hz 394 401 795 14.3 A, B, D

SPU4.06-07-B/XI4 3~400 V, 50 Hz 394 381 775 13.4 A, B, D

SPU4.06-10-B/XI4 1~230 V, 50 Hz 488 441 929 17 A, B, D

SPU4.06-10-B/XI4 3~400 V, 50 Hz 488 401 889 15.2 A, B, D

SPU4.06-14-B/XI4 1~230 V, 50 Hz 613 471 1084 19.7 A, B, D

SPU4.06-14-B/XI4 3~400 V, 50 Hz 613 441 1054 18.4 A, B, D

SPU4.06-20-B/XI4 1~230 V, 50 Hz 839 561 1400 25.9 A, B, D

SPU4.06-20-B/XI4 3~400 V, 50 Hz 839 471 1310 21.8 A, B, D

SPU4.06-27-B/XI4 3~400 V, 50 Hz 1097 530 1627 27.3 A, B, D

SPU4.06-36-B/XI4 3~400 V, 50 Hz 1370 600 1970 33.6 A, B, D

SPU4.06-49-B/XI4 3~400 V, 50 Hz 1858 655 2513 40.2 A, B, D
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Pump curves FIRST-SPU4.08

SPU4.08-32

SPU4.08-23

SPU4.08-06

SPU4.08-08

SPU4.08-04

SPU4.08-17

SPU4.08-13

Q  / m³/h0 2 4 6 8 10 12

Q  / l/s0 0,5 1 1,5 2 2,5 3 3,5

Q  / Imp. g.p.m.0 5 10 15 20 25 30 35 40

Q  / US g.p.m.0 10 20 30 40 50

H  / m

0
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160
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�a����9�����+]�XS�WR�����N:���a����9�����+]��S� ���NJ�GP3��Y� ���[���-6 m2/s, ISO 9906 Annex A
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Motor data
Wilo-Actun FIRST… Mains connec-

tion
Motor diameter Rated power Rated current Length of con-

necting cable
Cable cross-
section

  Ø P2 IN   
  “ N: A m mm2

SPU4.08-04-B/XI4 1~230 V, 50 Hz 98 0.75 5.7 2 4x1,5

SPU4.08-04-B/XI4 3~400 V, 50 Hz 98 0.75 2 2 4x1,5

SPU4.08-06-B/XI4 3~400 V, 50 Hz 98 1.10 2.8 2 4x1,5

SPU4.08-06-B/XI4 1~230 V, 50 Hz 98 1.10 8.3 2 4x1,5

SPU4.08-08-B/XI4 1~230 V, 50 Hz 98 1.50 10.7 2 4x1,5

SPU4.08-08-B/XI4 3~400 V, 50 Hz 98 1.50 3.8 2 4x1,5

SPU4.08-13-B/XI4 1~230 V, 50 Hz 98 2.20 14.2 2 4x1,5

SPU4.08-13-B/XI4 3~400 V, 50 Hz 98 2.20 5.3 2 4x1,5

SPU4.08-17-B/XI4 3~400 V, 50 Hz 98 3.00 7.2 2 4x1,5

SPU4.08-23-B/XI4 3~400 V, 50 Hz 98 4.00 9.5 2.5 4x1,5

SPU4.08-32-B/XI4 3~400 V, 50 Hz 98 5.50 12.5 2.5 4x2,5

Information for order placements
Wilo-Actun FIRST Mains connection Type of motor Art no.

    
SPU4.08-04-B/XI4 1~230 V, 50 Hz XI4-OR-0,75 6083349

SPU4.08-04-B/XI4 3~400 V, 50 Hz XI4-OR-0,75 6083395

SPU4.08-06-B/XI4 1~230 V, 50 Hz XI4-OR-1,1 6083350

SPU4.08-06-B/XI4 3~400 V, 50 Hz XI4-OR-1,1 6083396

SPU4.08-08-B/XI4 1~230 V, 50 Hz XI4-OR-1,5 6083351

SPU4.08-08-B/XI4 3~400 V, 50 Hz XI4-OR-1,5 6083397

SPU4.08-13-B/XI4 1~230 V, 50 Hz XI4-OR-2,2 6083352

SPU4.08-13-B/XI4 3~400 V, 50 Hz XI4-OR-2,2 6083398

SPU4.08-17-B/XI4 3~400 V, 50 Hz XI4-OR-3 6083399

SPU4.08-23-B/XI4 3~400 V, 50 Hz XI4-OR-4 6083500

SPU4.08-32-B/XI4 3~400 V, 50 Hz XI4-OR-5,5 6083501
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 Wilo-Actun FIRST-SPU4

Dimension drawing Wilo-Xiro SPC
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Dimensions, weights 
Wilo-Actun FIRST… Mains connection Dimensions Weight approx. Installation

  H1 H2 H m  
  mm NJ  

SPU4.08-04-B/XI4 1~230 V, 50 Hz 297 401 698 13.4 A, B, D

SPU4.08-04-B/XI4 3~400 V, 50 Hz 297 381 678 12.5 A, B, D

SPU4.08-06-B/XI4 1~230 V, 50 Hz 362 441 803 15.8 A, B, D

SPU4.08-06-B/XI4 3~400 V, 50 Hz 362 401 763 14 A, B, D

SPU4.08-08-B/XI4 1~230 V, 50 Hz 422 471 893 18 A, B, D

SPU4.08-08-B/XI4 3~400 V, 50 Hz 422 441 863 16.7 A, B, D

SPU4.08-13-B/XI4 1~230 V, 50 Hz 579 561 1140 23.9 A, B, D

SPU4.08-13-B/XI4 3~400 V, 50 Hz 579 471 1050 19.8 A, B, D

SPU4.08-17-B/XI4 3~400 V, 50 Hz 704 530 1234 23.3 A, B, D

SPU4.08-23-B/XI4 3~400 V, 50 Hz 969 600 1569 29.8 A, B, D

SPU4.08-32-B/XI4 3~400 V, 50 Hz 1289 655 1944 35.3 A, B, D
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Pump curves FIRST-SPU4.12

SPU4.12-19

SPU4.12-10

SPU4.12-14

SPU4.12-26

SPU4.12-34

SPU4.12-07

Q  / m³/h0 2 4 6 8 10 12 14

Q  / l/s0 0,5 1 1,5 2 2,5 3 3,5 4

Q  / Imp. g.p.m.0 10 20 30 40 50

Q  / US g.p.m.0 10 20 30 40 50 60

H  / m

0

40

80

120

160

200

240

H  / ft

0

100

200

300

400

500

600

700

800

Q  / m³/h0 2 4 6 8 10 12 14

η  / %
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�a����9�����+]�XS�WR�����N:���a����9�����+]��S� ���NJ�GP3��Y� ���[���-6 m2/s, ISO 9906 Annex A
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 Wilo-Actun FIRST-SPU4

Motor data
Wilo-Actun FIRST… Mains connec-

tion
Motor diameter Rated power Rated current Length of con-

necting cable
Cable cross-
section

  Ø P2 IN   
  “ N: A m mm2

SPU4.12-07-B/XI4 1~230 V, 50 Hz 98 1.50 10.7 2 4x1,5

SPU4.12-07-B/XI4 3~400 V, 50 Hz 98 1.50 3.8 2 4x1,5

SPU4.12-10-B/XI4 1~230 V, 50 Hz 98 2.20 14.2 2 4x1,5

SPU4.12-10-B/XI4 3~400 V, 50 Hz 98 2.20 5.3 2 4x1,5

SPU4.12-14-B/XI4 3~400 V, 50 Hz 98 3.00 7.2 2 4x1,5

SPU4.12-19-B/XI4 3~400 V, 50 Hz 98 4.00 9.5 2.5 4x1,5

SPU4.12-26-B/XI4 3~400 V, 50 Hz 98 5.50 12.5 2.5 4x2,5

SPU4.12-34-B/XI4 3~400 V, 50 Hz 98 7.50 16.9 2.5 4x2,5

Information for order placements
Wilo-Actun FIRST Mains connection Type of motor Art no.

    
SPU4.12-07-B/XI4 1~230 V, 50 Hz XI4-OR-1,5 6083353

SPU4.12-07-B/XI4 3~400 V, 50 Hz XI4-OR-1,5 6083502

SPU4.12-10-B/XI4 1~230 V, 50 Hz XI4-OR-2,2 6083354

SPU4.12-10-B/XI4 3~400 V, 50 Hz XI4-OR-2,2 6083503

SPU4.12-14-B/XI4 3~400 V, 50 Hz XI4-OR-3 6083504

SPU4.12-19-B/XI4 3~400 V, 50 Hz XI4-OR-4 6083505

SPU4.12-26-B/XI4 3~400 V, 50 Hz XI4-OR-5,5 6083506

SPU4.12-34-B/XI4 3~400 V, 50 Hz XI4-OR-7,5 6083842
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Dimension drawing Wilo-Xiro SPC
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Dimensions, weights 
Wilo-Actun FIRST… Mains connection Dimensions Weight approx. Installation

  H1 H2 H m  
  mm NJ  

SPU4.12-07-B/XI4 1~230 V, 50 Hz 550 471 1021 19.4 A, B, D

SPU4.12-07-B/XI4 3~400 V, 50 Hz 550 441 991 18.1 A, B, D

SPU4.12-10-B/XI4 1~230 V, 50 Hz 711 561 1272 25.2 A, B, D

SPU4.12-10-B/XI4 3~400 V, 50 Hz 711 471 1182 21.1 A, B, D

SPU4.12-14-B/XI4 3~400 V, 50 Hz 1019 530 1549 25.5 A, B, D

SPU4.12-19-B/XI4 3~400 V, 50 Hz 1270 600 1870 32.7 A, B, D

SPU4.12-26-B/XI4 3~400 V, 50 Hz 1645 655 2300 39 A, B, D

SPU4.12-34-B/XI4 3~400 V, 50 Hz 2070 795 2865 49.3 A, B, D
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 Wilo-Actun FIRST-SPU4

Pump curves FIRST-SPU4.16
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 Wilo-Actun FIRST-SPU4
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Motor data
Wilo-Actun FIRST… Mains connec-

tion
Motor diameter Rated power Rated current Length of con-

necting cable
Cable cross-
section

  Ø P2 IN   
  “ N: A m mm2

SPU4.16-07-B/XI4 1~230 V, 50 Hz 98 2.20 14.2 2 4x1,5

SPU4.16-07-B/XI4 3~400 V, 50 Hz 98 2.20 5.3 2 4x1,5

SPU4.16-10-B/XI4 3~400 V, 50 Hz 98 3.00 7.2 2 4x1,5

SPU4.16-14-B/XI4 3~400 V, 50 Hz 98 4.00 9.5 2.5 4x1,5

SPU4.16-19-B/XI4 3~400 V, 50 Hz 98 5.50 12.5 2.5 4x2,5

SPU4.16-27-B/XI4 3~400 V, 50 Hz 98 7.50 16.9 2.5 4x2,5

Dimension drawing Wilo-Xiro SPC
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Dimensions, weights 
Wilo-Actun FIRST… Mains connection Dimensions Weight approx. Installation

  H1 H2 H m  
  mm NJ  

SPU4.16-07-B/XI4 1~230 V, 50 Hz 614 561 1175 23.8 A, B, D

SPU4.16-07-B/XI4 3~400 V, 50 Hz 614 471 1085 19.7 A, B, D

SPU4.16-10-B/XI4 3~400 V, 50 Hz 822 530 1352 23.9 A, B, D

SPU4.16-14-B/XI4 3~400 V, 50 Hz 1092 600 1692 29.9 A, B, D

SPU4.16-19-B/XI4 3~400 V, 50 Hz 1435 655 2090 35.8 A, B, D

SPU4.16-27-B/XI4 3~400 V, 50 Hz 1975 795 2770 47 A, B, D
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